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(57) In a best effort type service of an ATM commu- 
nication network for circulating an RM cell, a sub- 
scribers switchboard holds the latest route information, 
and the RM cell is used for short distance communica- 
tion bewtween the communication terminal and sub- 
scriber's switchboard. For a plurality of connections 
accommodated in the switchboard and using a trans- 
mission line or a route in common, information on the 
allowable transmission rate, the actual transmission 
rate, the full bandwidth and full input bandwidth of the 
transmission line or the route, and the number of con- 
nections using in common the transmission line are col- 
lected and held. A transmission rate acceptable for the 
caller's terminal is calculated for each connection on the 
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basis of the information. An increase of a memory 
capacity is restricted by providing a common buffer and 
managing it by a pointer value. A list of cells which have 
arrived simultaneously is prepared, and is managed by 
the pointer value. The cells are sent out at different tm- 
inos so as not to be discarded Even when congestion is 
solved, the restriction is not quickly lifted but control Is . 
effected In consideration of the increment of the cell flow 
rate immediately after the lift. Convolution calculation is 
made only once for determining the overall mean cell 
loss ratio and consequently the amount of calculation is 
reduced. 
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Description 

[Technical Field] 

5 This invention is utilised for asynchronous transfer mode (hereinafter, "ATM") telecommunications. It relates to a tel- 

ecommunications network constitution and control system which, when a plurality of terminals which receive a best 
effort type service use the same route, the cell rates of the various terminals are controlled in such manner that they 
rapidly approach values which satisfy fairness. This invention relates to rate control and traffic control in packet switch- 
ing networks or ATM networks. It is provided in an ATM network and is utilised as a buffer means for temporarily storing 

10 cells or packets. This invention relates to techniques for controlling the prescribed intervals at which cells or packets are 
output to each connection. It also relates to congestion control, and in particular to the regulation of cell rate and to the 
basis for cancelling this regulation. This invention also relates to techniques for setting up virtual paths (VPs) and virtual 
channels (VCs). 



is [Background Technology] 

In a conventional best effort type service in an ATM network, in order to acquire information relating to congestion 
or acceptable bandwidth in a given route, cells for acquiring information (resource management cells: hereinafter, "RM 
cells") are sent back and forth between source and destination terminals, with the network writing information in these 

20 RM cells and the source-side terminals referring to this information and on this basis controlling their cell output rate. 

For example, a service based on the available bit rate (ABR) protocol (See ATM Forum ATMF 95-0013R2). which 
is a typical best effort type service on an ATM network is configured so that it begins by operating on the basis of the 
ABR protocol at all the nodes between the source and destination terminals, and at those terminals. 

A prior art example of this will be explained with reference to FIG.52-FIG.57. FIG.52 shows the overall constitution 

25 of a prior art ATM network. FIG.53 shows the constitution of an RM ceil. FIG.54 and FIG.55 are flowcharts showing the 
operation of a source-side terminal. FIG.56 is a flowchart showing the operation of source-side and destination-side 
subscriber switches, and of a transit switch. FIG.57 is a flowchart showing the operation of a destination-side terminal. 
The ATM network illustrated in FIG.52 is constituted on the basis of the ABR protocol. In FIG.52, 20 and 40 represent 
switches which serve terminals, 30 represents a transit switch, 5 represents a transmission link, 50-1 Is a source-side 

30 terminal, and 60-1 is a destination-side terminal. As shown in FIG.53, an RM cell comprises an ATM header, a protocol 
identifier (ID), a direction identifier (DIR). a backward congestion notification (BN). a congestion indication (CI), a no- 
increase bit (Nl) for prohibiting increase in the allowed cell rate, a request/acknowledgement (RA). the explicit rate (ER), 
the current allowed cell rate (CCR). the minimum cell rate (MCR), the queue length (QL), and the sequential number 

35 * SN RM cells are transmitted periodically between each pair of source and destination terminals. For example, source- 
side terminal 50-1 periodically outputs RM cells; transit switch 30 writes in these cells information relating to congestion 
in. or the acceptable bandwidth of. the route in question; and destination-side terminal 60-1 returns the cells. In this way. 
source-side terminal 50-1 is notified of whether there is congestion in that route. 

According to the rules of the ABR protocol, source-side terminal 5f>1 must transmit using a cell rate that does not 
40 exceed the allowed cell rate, termed the ACR. 

When source-side terminal 50-1 receives a notification of congestion by means of an RM cell, It decreases the ACR 
on the basis of the ABR protocol. Conversely, when it has been notified that there is no congestion, it raises the ACR 
on the basis of the ABR protocol. 

When one of the acceptable bandwidths of the network as notified by RM cells is the smallest, source-side terminal 
45 50-1 changes to a cell rate that does not exceed whichever of this smallest value and the newly-computed ACR is the 
smaller. When the acceptable bandwidths of the network do not have a minimum value, source-side terminal 50-1 
changes to a cell rate that does not exceed the ACR. 

When a new virtual channel (VC) starts to transmit data, after it has transmitted an initial RM,ceU T Ais allowed* to^ 
transmit at a rate not exceeding the cell rate stipulated for the start of transmissions, which is called the initial cell rate 
so (ICR). 

After the initial RM cell has been returned, cell rate is controlled by the same procedure as descrbed above. FIG.54 
and FIG.55 show the operation of source-side terminal 50-1 on the basis of an ABR protocol in the ATM network illus- 
trated in FIG.52. FIG.56 shows the operation of switches 20, 30 and 40, and FIG.57 shows the operation of destination- 
side terminal 60-1. As shown in FIG.54. source-side terminal 50-1 generates an RM cell (S1), initialises this cell (S2) 
55 and outputs it (S3). The RM cell is returned by way of switch 20 switch 30 -» switch 40 destination-side terminal 
60-1 , whereupon it is received by source-side terminal 50-1 as shown in FIG.55 (S1 1 ). H there is a congestion indication 
in the RM cell (S12), the ACR is decreased (S14), but if there is no congestion indication, the ACR is increased (S13). 
As a result, terminal 50-1 changes its cell output rate (S15). 

As shown in FIG.56, when switch 20, 30 or 40 receives an RM cell that has been output from source-side terminal 
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As shown in FIG.57, when destination-side terminal 60-1 receives an RM cell that has been output from source- 
side terminal 50-1 (S21), it writes an acceptable cell rate in the ER field (S22), and if it has decided that there is con- 
gestion (S23), it writes a congestion indication in the CI field (S24). Destination-side terminal 60-1 then returns the RM 
cell (S26). 

5 In conventional ABR, when congestion occurs due to a new terminal starting to transmit or to an increase in cell 

rate, and when notification is given of this congestion, each terminal that is notified decreases its cell rate, with the result 
that spare capacity is created. If notification is received that the congestion has been cleared, each terminal raises its 
cell rate again. Repeating this procedure constitutes a mechanism whereby a fair cell rate is gradually approached. 
The control of cell rate will be further explained with reference to FIG.58, which serves to explain cell rate control 

10 in an ATM network according to the prior art. ft is assumed here that terminals 50-1 to 50-3 are sources and that con- 
nections 70-1 , 70-2 and 70-3 are set up between these sources and respective destination terminals 60-1 to 60-3 via 
switches 20-40. These connections 70-1, 70-2 and 70-3 share transmission links 5 between switches 20-40. Cell rate 
control is performed as follows. Namely, source terminals 50-1 to 50-3 generate and insert management cells at fixed 
cell intervals, and send these management cells to destination terminals 60-1 to 60-3 and back again. Switches 20-40 

is write information in these cells and source terminals 50-1 to 50-3 refer to this information and on this basis perform cell 
rate control. 

For example, in the cell rate control used in the A6R protocol according to ATM Forum specifications (95-001 3R2, 
94-0983, 95-0195, etc.), in order to control the cell rate of each connection in accordance with the residual bandwidth 
and the requested bandwidth of a shared route in such manner that the cell rates are fair and congestion does not 

20 occur, the source terminals transmit management cells at fixed cell intervals and each switch through which these man- 
agement cells pass reads the allowed cell rate of the terminals from the management cell and calculates (i) information 
relating to congestion relevant to the switch its erf, and (ii) the acceptable cell rate. When a source terminal transmits, 
the maximum value which the allowed cell rate can have (i.e., the peak cell rate: PCR) in each connection is written in 
the management cells as the initial value of the acceptable cell rate. Only when the acceptable cell rate calculated by a 

25 switch is smaller than the acceptable cell rate written in a returned management cell does the switch write that calcu- 
lated rate in the management cell and thereby notify the source terminal. The source terminal then sets its own ACR 
equal to or less than the notified acceptable cell rate, and proceeds to transmit cells at a rate not exceeding this ACR. 

FK3.59-FIG.61 showlhe control flow at switches. FIG.59 shows the control when H has been decided that there is 
congestion. FIG.60 shows the control when a management cell has arrived from a source-side terminal. FK3.61 shows 

so the control when a management cell is returning from a destination-side terminal. Each switch observes the queue 
length in the transmission queue cell buffer, and if the queue exceeds a threshold the switch decides that there is con- 
gestion at itself. If the queue does not exceed the threshold, the switch decides that there is no congestion. If the switch 
decides that there is congestion, then as shown in FIG.59, it calculates the current allowed cell rate reduced by a fixed 
proportion and takes this as the acceptable cell rate at that switch. 

35 This will now be explained with regard to the j* 1 connection (j = 1 . 2, .... n ). ERQj is obtained by multiplying MACRj, 
which relates to this j th connection, by ERD, which is a constant that is less than 1 (S31). ERQj is then taken as the 
acceptable cell rate (S32). When a management cell from a source terminal arrives, then as shown in FIG.60 the cur- 
rent allowed cell rate written in that management cell is taken as ccrj (S41). Next, the value of: 

40 ccrj x min(1, R 0 /ratej) 

is obtained and set as the new allowed cell rate ccrj, which is then used to obtain the value of: 

MACRj + (ccr j - MACRj) x AVF 

45 

which is set as the new MAC ft (S42). Here. Rq and AVF are constants, and rate) is the actual cell rate obtained from 
the current observation of the j* connection. As shown in FIQ.61 , when a returning management cell arrives at a switch, 
the switch refers to the field value ER C in the management cell, this value serving to give notification of the acceptable 
cell rate. If ERQj < ERc (S51), the switch replaces ER<- in this management cell with ERQj (S52). If ERQj * ERc, the 
so switch transfers this management cell towards the source terminal without modifying it (S53). Because the source ter- 
minal sets its ACR below the notified acceptable cell rate, its allowed cell rate (ACR) is decreased. 

FK3.62 shows the control flow at a switch when it has decided that there is no congestion. When a switch decides 
that there is no congestion, it makes its acceptable ceil rate larger than the allowed cell rate That is to say, H multiplies: 

ss 1-ratej/R 0 

by a constant which will be termed •Gain", adds 1 to this product and takes the result as ERXj. It also takes the product 
of this and ERQj as the new ERQj; takes the smallest of this ERQj, MACRj x ERU, and Rq. as the new ERQj; and takes 
the larger of this ERQj and MACRj x ERD as the new ERQj (S61). The same control procedure is applied whether the 
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management cell has arrived from the source side or is being returned from the destination side, and the result of this 
control procedure is that the ACR of the source terminal increases. 

Next an explanation will be given of conventional usage/network parameter control (UPC/NPC). ATM transfers 
information through a network after splitting it up into fixed-length packets called cells, and manages traffic on the basis 
of cell interval. In order to manage traffic in this way. a cell interval is stipulated for each connection and 
monitor such as UPC/NPC is generally installed in order to monitor compliance with this cell interval. UPC/NPC imme- 
diately discards or tags any cells which arrive at shorter intervals than the stipulated cell interval. 

However because cells are transmitted asynchronously in an ATM network, each cell may be subject to a different 
delay while being transfened through the network As a result, even H a subscriber has output cells in compliance wrth 
the stipulated cell interval. H will sometimes be impossible to satisfy the prescribed cell interval at a poirt where 
UPC/NPC is implemented. Cell delay variation (CDV) is the term used to describe fluctuation in cell transfer delay and 
this CDV creates problems for UPC/NPC and traffic management. It has been proposed that the occurrence of CDV in 
a network could be reduced by traffic shaping, which is a technique whereby, once cells have been stored in a cell 
buffer, they are read from the buffer in a controlled manner. 

An ABR service which has been much discussed in recent years in the ATM Forum is one which performs flow con- 
trol by employing RM cells to give end-to-end notification of residual bandwidth on a given route. In an ABR service, the 
control loop comprising RM cells is closed end-to-end and therefore even H RM cells are dropped due to congestion, a 
negative feedback mechanism operates to restrict the flow of cells. Nevertheless, if cell transfer delay becomes large, 
as can happen in a public network the information obtained by the RM cells relating to residual bandwidttion a given 
route will already be out-of-date, with the resulting problem that it is impossible to obtain a good control effect 

In order to overcome this problem, studies have been made of deploying VD/VS (virtual destination/virtual source) 
for closing control loops by means of RM cells at suitable places in the public network In VD/VS. cell buffers are pro- 
vided and cells are stored for each connection. Reading of cells from the cell buffers is performed by traffic shaping. 
When an RM cell output from a source-side switch, returns after having been transfened through the network a cell 
transmission interval for the connection in question is decided on the basis of the contents of the RM cell, and cells for 

that connection are read from the cell buffer at tfiis interval. 

If a higher layer protocol than the cell transmission layer provides a retransmission function, then when cells are 
dropped in the network the retransmission function will operate, with the result that the degree of «^estton may 
increase In order to prevent this sort of slide Into catastrophically serious congestion. H is essential to regulate the vol- 
30 ume of traffic entering the network when the network has become congested. 

The following method has previously been proposed for this purpose Namely, as found in Chata. An Examination 
of Cell Level Congestion Gearing Systems" (Preprints of the Switching Systems Technical Group of the IEICE Japan. 
SSE 94-97). it is proposed that the volume of traffic should be regulated by a fixed factor when congestion has occurred. 
According to this method. H congestion occurs, the volume of traffic is regulated by a prescribed factor, and if the con- 
gestion is not cleared within a prescribed time, continued attempts are made to overcome the congestion by progres- 
sively making the regulation factor more stringent. When the congestion is cleared, the regulation factor is successively 
relaxed and there is a shift to a normal state. , . 

In multimedia communications implemented on an ATM network the connections exhibit a wide range of peak 
rates and average rates. For this reason, the different peak rates and average rates are divided into what are called call 
types' and the call admission control (CAC) is carried out so as to meet the requested call quality for each call type 

The symbols used in this specification will now be defined, r, and a, are respectively the peak rate and the average 
rate of call type I. and a^ and C are respectively the sum of the average rates of all the VCs, and the VP bandwidth. 
CLRavp is the average cell loss ratio for all caO types. 

Letting the cell rate probabilily density function for call type I be fj(x). and the cell rate probability density function 
for the other call types apart from call type I be F^x). then the cell toss ratio for call type I. CLR,. can be obtained ngor- 
ously as: 

L'**-I.il)'# .-(Eq.l) 
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(see T Murase H SuzuW. S. Sato and T. Takeuchi. "A call admission control scheme for ATM networks using a simple 
quality estimate'. IEEE J. Select Areas Commun.. Vc4.9 (No.9): pp.1461 -1470. Dec 1991). In call admission control a 
connection request is accepted H the largest of the cell loss ratios obtained for the different call types by means of Eq.1 
satisfies a certain standard value. ^ ,*~-6*_ ^. 

FIQ.63 serves as a numerical example of the case where CAC is carried out with a stipulated value of 10 for cell 
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loss ratio. It is assumed in FIG. 63 that call type 1 has peak rate ^ = 10 Mta/s and average rate a, = 0.05 Mb/s. and that 
call type 2 has peak rate r 2 = 1 5 Mb/s and average rate a 2 = 0. 1 5 Mb/s. FIG.63 shows the cell loss ratio and the number 
of connections for each call type in a multiple access environment The number of call type 1 connections is plotted 
along the horizontal axis, the number of call type 2 connection is plotted along the left-hand vertical axis, and cell loss 
s ratio (CLR) is plotted along the right-hand vertical axis. From FIG.63 it will be seen that: 

1) Call type 1 has a higher cell loss ratio than call type 2. Under some circumstances there is more than an order 
of magnitude difference. 

2) Even though the average cell loss ratio is more than an order of magnitude lower than the stipulated value, the 
10 cell loss ratio of call type 1 comes right up to the stipulated value. 

Thus, in an ATM network intended for multimedia communications, because the connections exhfoit a wide range 
of cell rates, and because any notified information relating to residual bandwidth on a given route will be out-of-date if 
the distance to the terminals is large, it is difficult to obtain a good control effect. For example, the transmission of RM 
is cells takes time, and it takes time for a newly-transmitting terminal to control the ACR of a terminal which is already 
transmitting. Consequently, it takes time to converge to a fair allocation of bandwidth. Adequate tracking of cell rate and 
network conditions is also difficult, since these change from moment to moment. 

To shorten the time required to raise the ACR, the ICR of each terminal can be set on the high side, but this still 
leaves the problem that an appreciable time is taken to notify a terminal of congestion if the distance to the terminal is 
20 large. Various measures are then required to deal with the problem of congestion, such as ensuring that long buffers 
are employed in the network and decreasing the network utilisation. 

Even H the distance to terminals is short, it still takes a certain amount of time to converge to a cell rate which sat- 
isfies fairness, and so there is a potential need to reduce this time. 

In the prior art. the acceptable cell rates of connections routed through the same switch are increased or decreased 
25 on the basis of the same congestion situation. This amounts to control which performs a uniform operation, i.e. making 
a uniform increase or decrease in the ACRs, and this will not always adequately satisfy fairness. 

When traffic shaping is carried out. for example in the case of the VD/VSschemedescribed above, cell buffer 
queues will be more frequent when the number of connections increases, and the increased memory etc. needed to 
deal with this means that the hardware scale expands. In traffic shaping, only one cell can be transferred per slot, and 
30 if a plurality of cells are scheduled for the same slot, some of them will not be transferred. This becomes an actual rather 
than a potential problem if the number of connections increases, since then there is a high probability that a plurality of 
cells will be scheduled for the same slot. 

When there is severe congestion, it takes time for the congestion to clear, and because the increase in traffic imme- 
diately after cell rate regulation has been cancelled is not taken into account when relaxing the regulation, repetitions 
35 of relaxation followed immediately by more severe regulation occur, and H takes time to move to a steady state. 

When there are many call types, CAC has to be performed with awareness of the cell loss ratio of each call type. If 
cell loss ratio is calculated rigorously in accordance with Eq.1, convolution will be necessary for each call type, and 
therefore in a multimedia environment where there are a large number of call types, the computational requirements will 
be very high. 

40 Because CAC involves deciding whether or not to accept a connection request when that connection Is being set 
up. a high degree of responsiveness Is needed in order to offer a real-time switching service. 

The present Invention has been devised in the light of this technical background. The various objects of this inven- 
tion are as follows: to provide a dynamic rate control system whereby the cell rates of a plurality of terminals in a best 
effort type service can be controlled fairly; to provide a dynamic rate control system capable of causing the cell rates of 

45 a plurality of terminals to converge rapidly to fair values; to provide a dynamic rate control system whereby even when 
. the distances to.a plurality of terminals are large, the cell rate of each terminal can be controlled fairly without causing 
problematic transmission delays; to provide a dynamic rate control system capable of changing the bandwidth that can 
be utilised by each connection so that it becomes as large as possible. wNle ensuring that the acceptable cell rates noti- 
fied to the various connections are fair; to:prcv^ of implementing traffic shaping 

so by means of comparatively modest hardware even when there are a large number of connections; to provide a dynamic 
rate control system capable of transferring a plurality of cells scheduled for the same slot (i.e., for the same time); to 
provide a dynamic rate control system capable of increasing the throughput of an ATM network; to provide a dynamic 
rate control system capable of clearing congestion rapidly; to provide a dynamic rate control system capable of improv- 
ing the responsiveness of the CAC by calculating the cell loss ratio for each call type by means of a simple calculation 

55 even when there are a large number of call types; and to provide a dynamic rate control system capable of performing 
smooth call admission control. 
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[Disclosure of the Invention] 



This invention is characterised in that a switch which serves a plurality of terminals that receiv " *"'^"P» 
service has a control system for causing the cell rates of the terminals to converge rap.dly to a rate wh.chsat.sf.es fa.r- 

n6 ^ln!SX 0 SS n to collecting information were sent back and forth between source and destination terminals, 
the ATMnSZkwrote congestion inLmation arri inforrnation relating to acceptable barrivvidth 
ion^eteSirreturned these cells, and source-skie terminals controlled cell rate simply by referring to theuto- 

the timing of the cell rate control is set. the cell rate control logic, and the speed with which cell rates j ~nverge_ 

Namely this invention is a dynamic rate control system which serves a mult.pl.crty of terminals. and I which has 
mea^s S seS annual path for one of these termir*te on the basis of a request from ^ 
™oWe oTSs fnvention is that it comprises: means for collecting route information which includes informatoon retat- 
£ S £e residual bandwidth of the virtual path once said path has been set up after a eel rate has been ^i* tor 
£ terminal; means for holding the cell rate requested by the aforesaid terminal; and control ****** 
of the aforesaid route information, dynamically controls the cell rate of the virtual path once rt has been ^ set tp control- 
ling ft so that it is as large as possible, up to the cell rate requested by that termmal. and so thai t it b fa.r to toe pkiralrty 
Sermlnais from which there^raconnection requests. The aforesaid control means preferably has means wh.ch com- 
putes and sets the cell rate allowed at the aforesaid terminal. 

A switch which serves a terminal collects VP information or route information irrespective of whether or not this ter- 
rinri ZtaLtting cells As a resutt. when the switch receives a request from the ^!^ n ^^^^. 
rapidly compute the cell rate and reply to the terminal with either an acceptance or a re)ect.on of the transm.ss.on start 

rSqU The aforesaid residual bandwidth information is numerical information, and the aforesa id means which conputes 
and sete*h^?owed cell rate can include means which computes the aforesaid allowed cell rate by murtprymg the 
rSdS ba^ formation by a constant C (0 <Cs1). The value of the cor^C^ be set appropr.atehr after con- 
sideration of the characteristics of me ATM networK the Wnds of inforrration. and ot^ 

ItisdesiraHeto have means which, when the minimum cel. rateincluded in **^f* a * ansr ^^^^ 
from a terminal is smaller than the aforesaid allowed cell rate, sets the initial cell rate of the terminal .n question to the 

30 afor ^pSTrSrSTerrtfon is characterised in that RM cells are not sent and received between switch^ serve te^ 
minals and the decision to accept or reject a transition start request is made after sari request has beer, sent from 
a ^nTwrtn thTresult that less time is taken for the cell rate to be set Therefore, if the m.n.mum ceil rate ,ndud«l 
?n Srtran'JSon start request is smaller than the aforesakl allowed cell rate, the cell rate of the termmal is rapKffly 

35 incre ^J^ ce,, rate can be carried out stepwise in unit increments. The amount by -which aterminaJ 

can £ mtdtS increase its cell rate at one time is set in advance, and this is taken as the unrt .ncrement When the 
SSw^? JTe Skater than this unit increment, the cell rate is increased by the unrt increment After the increase 
thesame procedure^ is carried out again. Namely, if the allowed cell rate is still greater than toe unit 
40 rate isonce again increased by the unit increment. The cell rate of a terminal can be increased rapidly by r«peatmg this 

the cel. rate gradually while observing the slate of the entire route^ a ur* ^ement 
£Sin advance and the cell rate increased in one go by that unit increment The decatan to matett^ Incrroe * 
aS by thesubscriber switch alone. As a result the cell rate of a terminal^ 

The aforesaid route information is a quantity which shows, in stepwise manner. *e res^l barxiw^ * fl^SS 
46 paths contained in the route in question, and the aforesaid means which computes andsetethe allowed cefl rate can 
include means which sets the allowed cel. rate uniqudy in accordance with to* qu^ttyR»r mm£x «J rate* 
confuted by setting a plurality of thresholds for the residual bandwidth and comparing with these thresholds. It is also 
pSetoseS^tSafwhich shouU be notified of congestion by setting thresholds fa grates of the ter- 
minals and by taking these into consideration along with the results derived from the residual bandwidth. 

MemaLTthe aforesaid route information can be a quantity which shows in stepw«e rnanner. PUj*e len^ 
in the cell buffers provided at the nodes contained in that route; and the aforesaid means wh£ se ^ 
allowed cell rate can include means which sets the allowed cell rate uniquely in accordance wrth to.s quantity. Forexam 
pie, cell rate is computed by providing a plurality of thresholds tor the cell buff er ^^J^f^^J^^ 
thresholds. It is also possible to select the terminal which should be notrf.ed of congeshon^settng thre^Ws fortoe 
cell rate of the termnafeas well, and by taking these into consideration along with the results derived from the cell buffer 

^ Ue *Wheman ATM network according to this invention also has switches which transmit RM cellsfor t^ato^ 
said route information to other switches, it is desirable if the aforesaid means which computes and sets the allowed cell 
rate includes means which discards received RM cells. 
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For example, when a subscriber switch computes the cell rate and notifies a terminal by writing the results of the 
computation in an RM cell, if there is another RM cell that has arrived from elsewhere, the subscriber switch should rec- 
ognise this other RM cell and discard it. In this way. malfunctioning of the terminal due to a plurality of different data can 
be avoided. 

5 The invention can also be configured so that the aforesaid control means comprises: notifying means which notifies 

information relating to the acceptable cell rate to the source-side terminals of connections which it serves; means which 
collects and holds various information relating to the plurality of connections which it serves and which share a trans- 
mission link, said information comprising the allowed cell rate and the actual cell rate of each connection, the total band- 
width and the total input bandwidth of the shared transmission link, and the number of connections which share this 

10 transmission link; and means which calculates for each connection, on the basis of the information held in this collecting 
and holding means, the acceptable cell rate which the aforesaid notifying means notifies to the source-side terminals. 

In this way. rather than change the acceptable cell rate notified to the various connections so that all the cell rates 
increase or all the cell rates decrease, it is possible to give notification of acceptable cell rates which have been individ- 
ually rewritten so as to give improved fairness. It is also possible to rewrite and give notification of an acceptable cell 

is rate for each connection so as to increase the bandwidth that each connection can utilise without resulting in conges- 
tion. 

The invention can also be configured so that the aforesaid control means comprises: means which, when a termi- 
nal which it serves becomes a source terminal, notifies to that terminal information relating to the acceptable cell rate; 
means which collects and holds various information relating to the connection over which this terminal which it serves 
20 becomes a source terminal, and relating to the plurality of connections that share the route, said information comprising 
the allowed cell rate and the actual cell rate of each connection, the bandwidth and the total input bandwidth of the 
shared route, and the number of connections which share this route; and means which calculates for each connection, 
on the basis of the information held in this collecting and holding means, the acceptable cell rate which the aforesaid 
notifying means notifies. In this way. a terminal that becomes a source terminal can be notified ol the acceptable cell 
25 rate simply by the switch that serves that terminal. 

This reduces the load placed on switches in the network in generating and notifying management information. 
Moreover, when the cell rate of any connection changes, the time taken to calculate an acceptable cell rate in response 
to this change can be shortened and the source terminal can be notified more rapidly. Furthermore, the calculation only 
has to be performed by the switch which serves the terminal, without all the switches calculating acceptable cell rates. 
30 Finally, cell rate can be controlled promptly when transmission begins over a new connection. 

The information which the aforesaid notifying means notifies to a terminal may be the cell rate data itself, or it may 
be information that indicates an increase or a decrease of the allowed cell rate. When the latter information is used, the 
allowed cell rate of a terminal is increased or decreased in accordance with a predef ined calculation formula. 

In the foregoing constitution, the calculating means may include computing means which uses the variance of the 
ss ratio of allowed cell rate to requested rate for each connection as an evaluative function, this variance being given by: 

V«ccr 1f ccr 2 ccrj, {r v r 2 r n }) = (1/h)^ (ccrj/rj-O/njr, ccr,/r,) 2 



AO 



and obtains, for connection JG= 1.2 n). the acceptable cell rate ERQj at that switch by means of: 

ERQj = ccTj-ctj • sign{n • ccr^j-w • ZjCCTj/r,} 



where I* and Ej are respectively the sums from i-»i to i-n and from j«1 to j=n . ccrj and rj are respectively the allowed 
cell rate and the requested ceil rate of connection J. and n is the number of connections transmitting data, aj and w are 
45 weighting functions, and signQ is a function that indicates the sign of the value inside the curly brackets, 
aj may also be a positive constant and may be taken as equal to the absolute value of: 

{n •ccr J /ir i -w3:, ccr/r,} 

so When a constant is used as 04. ERQj changes faster with larger values of a jt but any error becomes larger. Conversely, 
if otj is small, the value of ERQj obtained is accurate, but more time is taken for ERQj to change, ctj should therefore be 
set with due regard to these considerations. 

w is regarded as a decreasing function of the total input bandwidth of the transmission link or route shared by the 
connections. Specifically, w may be taken as a function of the total bandwidth B a „ and the total input bandwidth of 

ss the transmission link or route shared by the connections: 

wo(B aIl +p 1 )/(B U8e + p 2 ) xp 9 
where P2 is a constant tor preventing the denominator becoming zero, Pi is a constant for correcting P2. and p 3 is a con- 
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stant for setting the allowable width. It is also possible for w to be taken as a function ol the total input bandwidth 
of the transmission link or route shared by the connections: 



15 



20 



W=-P4 #B use+P5 

S 

where p 4 is a positive constant for setting the allowable width and D5 is a correction constant. 

When the rate requested for a connection is not clear and the terminal is transmitting at or above a fixed proportion 
of the current allowed cell rate, the maximum value that can be taken by the allowed cell rate in that connection may be 
regarded as the requested rate. Otherwise, the minimum value that can be taken by the allowed cell rate may be 
io regarded as the requested rate. . _ . u 

Terminals may sometimes transmit at a rate which, instead of conforming to the rate instructed by the ERQj, 
exceeds this. When this happens, in order to guarantee that transfer to the next switch will be carried out at the pre- 
scribed cell rate ERCL i.e. at the prescribed cell interval, the following can be provided: (i) a connection table the 
addresses of which are connection identifiers, and which comprises records such as tokens, cell intervals and pointers 
to the cell buffer; (ii) a cell buffer comprising records such as pointers indicating the order among the entries, and fields 
which hold the ceils themselves; 0ii) a simultaneous arrival connection list comprising records such as pointers which 
indicate the order among the entries, and connection identifiers; (iv) a scheduling table holding pairs of times and point- 
ers to the simultaneous arrival connection list; (v) a timer which shows which entry in the scheduling table is to be proc- 
essed- and (vi) a timer which shows the current time. With such a constitution, the following control can be performed. 
Namely a list is formed in the cell buffer for each connection; the addresses of the heads and tails of these lists are 
entered' in the connection table; every time a cell arrives, that cell is added to the list for the relevant connection; rf there 
is a token transfer scheduling is carried out at that time. In addition, a list of the connection identifiers of cells to be read 
at the same time is formed in the simultaneous arrival connection list, and this list is read in consecutive order starting 
from the address shown by the timer which indicates which entry in the scheduling table is to be processed, whereby 
cells of various connections are read in the order in which they were scheduled. After they have been read, they are 
scheduled at the cell intervals shown by the connection table, thereby guaranteeing the cell interval prescribed tor each 

^""^ause efficient use can be made of memory capacity by using a shared buffer as the cell buffer, it is possible to 
restrict the increase in hardware that would otherwise accompany an increase in the number of connections. Further- 
more, because this control scheme ensures that cells which arrive simultaneously are read sequentially, the number of 
discarded cells can be reduced. A high throughput ATM network can therefore be achieved. 

The invention can also be configured so that the aforesaid control means comprises: an input terminal at which the 
cell stream arrives; a cell buffer which temporarily stores the cells which have arrived; a traffic shaper which read cells 
from this cell buffer in accordance with indicated cell transmission intervals; and a connection table the addresses of 
which are connection identifiers (VP l/VCl) and which holds connection information that includes information relating to 
the aforesaid cell transmission intervals (Int); wherein the aforesaid cell buffer comprises a plurality of memory regions 
each accommodating a single cell, and pointer regions which show pointer values (Ptr) that map these memory regions 
to the aforesaid connection table. 

The aforesaid connection information may include the pointers of the aforesaid memory regions, and in these point- 
ers are accommodated the head and tail addresses of cells which have the same connection identifier as the cone- 
spondmg connection identifier in the connection table. 

The plurality of cells stored in the aforesaid cell buffer may be formed into chains by the aforesaid pointers. The 
cells will then be read from the cell buffer In the order in which they have been linked by these chains, and in accordance 
with the indicated cell transmission intervals. 
46 The aforesaid connection information may include a token (TV) indicating whether or not cell output scheduling is 
allowed after the arrival of the tail cell of the connection in question. 

It is desirable to provide means for holding the head pointer and the tail pointer of a free memory region of the afore- 
said cell-buffer. 

The invention can also be configured with a timer which counts the current time, and scheduling means which 
so schedules cell output in acrordance with this timer. 

The aforesaid scheduling means can also comprise scheduling means which, when a plurality of cells arrive at 
practically the same time and the scheduled output times of this plurality of cells overlap, causes cells to be output after 
their overlapping scheduled cell output times are successively shifted. As a result, a plurality of cells which have amved 
at almost the same time in an overlapping manner, and which have overlapping scheduled cell output times, can all be 
55 output with any being discarded, by adjusting the scheduled cell output times. Accorolngly, cell loss ratio can be 
d ecreased 

The invention can also be configured so mat the aforesaid scheduling means comprises, in addition to the afore- 
said timer, a virtual timer which, for the aforesaid plurality of cells with overlapping scheduled cell output times, stops 
counting until all the cells have been output. 
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The invention can also be configured so as to comprise: a simultaneous arrival connection list which includes (i) 
memory regions in which are accommodated the connection identifier information for the plurality of connections in 
which the aforesaid scheduled cell output times overlap, (ii) pointer regions which are provided in correspondence with 
these memory regions, and which show the pointers that have been assigned to these memory regions; and means for 
5 holding the head pointer and the tail pointer of a free memory region of this simultaneous arrival connection list. 

The invention can also be configured so that the aforesaid scheduling means includes means which indicates in 
advance the plurality of scheduled cell output times. 

The aforesaid memory regions of the cell buffer may have an upper limit for the number of cells stored for each con- 
nection. 

10 The aforesaid connection information may contain priority information concerning the cell output order. 

An alternative control method is to clear congestion rapidly when it occurs by setting a regulation factor adaptiveiy 
in accordance with the congestion, and by taking into account the traffic increase that occurs when the regulation is 
cancelled. 

The invention can also be configured so that the aforesaid control means includes: means which measures the cell 
is flow; means which compares this measured cell flow with a threshold; means which, in accordance with the result of 
this comparison, sends regulation information to the terminal constituting the source of the cells, said regulation infor- 
mation including a cell flow regulation factor; and means which, when regulation is being applied to a source terminal, 
maintains this regulation until the measured cell flow from that source terminal reaches a preset value below the afore- 
said threshold. 

20 It is desirable to set the aforesaid regulation factor R to R = 1/X where X is the normalised cell flow and the normal- 
ised threshold A is 1 . It is desirable to set the regulation factor R to R=1 when X<1/R . 

The invention may also be configured so as to comprise a table which holds the cell output rates of a plurality of 
cell generators, and a multiplier which multiplies these cell output rates by the aforesaid regulation factor; wherein the 
aforesaid means which sends regulation information to a terminal that constitutes a source terminal sends, as the reg- 

25 ulation information, the value of the regulated cell output rate. As a result, because a source terminal can receive the 
cell output rate as the regulation information, there is no need to calculate the cell output rate from the regulation factor 
at the terminal side. 

The invention can also be configured so as to have a cell buffer which temporarily stores cells, and so that the afore- 
said measuring means measures the cell flow from the number of cells stored in this cell buffer. 
30 The invention can also be configured so that the aforesaid comparison means has means which observes the var- 
iation in the results of the comparison over a set time. 

With this constitution, it is also possible to set a plurality of the aforesaid regulation factors (R, R\ R"), and to apply 
these plurality of regulation factors stepwise in accordance with the observation results of the means which observes 
the aforesaid changes. 

35 For example, the aforesaid plurality of regulation factors R. R' and R" may be respectively taken as: 

R-1/X0 (X0> 1) 
R' = R/X1 (XI >X0>1) 

40 

R"= R/X2 (R<X2<1) 

where X0, X1 and X2 are the cell flows at different measurement times, and threshold A is taken as 1. 
Still more precise cell flow control can be performed by controlling in this stepwise manner. 

45 The following control may also be performed. Namely, the average cell loss ratio is obtained from the peak rate and 
the average rate of all the connections that are set; the result of dividing the sum of the average rates of all the connec- 
tions by the link capacity is taken as a first safety factor; the result of dividing the peak rates of each connection by the 
average rate is taken as a second safety factor; the result of multiplying the first safety factor and the second safety fac- 
tor by the average cell loss ratio is taken as the cell loss ratio of each connection; and a connection request is accepted 

so only when the largest cell loss ratio of the connections satisfies a certain standard value. 

For example, the cell loss ratio CLRj for call type I is given rigorously by Eq.1. In Eq.1, the term x/z indicates the 
proportion of the overflow accounted for by call type i when the cell rate from all connections exceeds the VP bandwidth. 
The smallest denominator of this term x/z will be C, and the numerator will be largest when the connection in question 
is outputting cells at its maximum rate, in other words, the largest numerator will be rj. Accordingly, x/z £ r /C . It follows 

55 that: 
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CLR t = -2 " 



= — — ... (Eq.2) 

20 In other words, Eq.2 is a formula which gives a safe assessment of the cell loss ratio. 

The distinguishing feature of this control means is that Eq.2 has been derived as a safe approximation for the cell 

loss ratio of call type I. An exact solution of Eq. 1 requires convolution for each call type, and H there are many cal types 

an enormous calculation would be required in the call admission control to obtain the cell loss ratio for each call type. 

By using a scheme based on Eq.2. convolution has to be performed only once in order to obtain the average cell oss 
25 ratio CLFW. and because the cell loss ratio for each call type can be found simply by multiplying the average cell loss 

ratio by a safety factor, the amount of calculation required can be cut drastically compared with the prior art scheme. 

The effect of this control scheme really becomes pronounced in a multimedia environment when there are a large 

""^noSeTwoSTthe invention can also be constituted so that the aforesaid control means includes memwhteh 
30 decides whether or not to accept a connection request from a terminal in accordance with the cell loss ratio;and this 

decision means comprises: means which computes the cell loss ratio CLR, of the i* group; and means which permits 

the connection of a group which satisfies this ceO loss ratio CLR). 

It is desirable if the aforesaid means which computes the cell loss ratio CLR, classifies the plurality of connecton 

requests into I groups in accordance with their peak rate and average rate, and computes the cell toss ratio CLR, of the 
as i* group as: 

CLR.sJOan/cWr/a^-CLRAVE (^-2) 

where for all this plurality of connection requests. CLR AVE is the average cell loss ratio. a«B is the sum of the average 
40 rates, c is the VP bandwidth, r, is the peak rate of group I. and a, is the average irate of group I. 

As has been explained above, the present invention enables the cell rates of a plurality of terminals in a best effort 
type service to be controlled fairly. It can also make the cell rates of a plurality of terminals converge rapidlytc ^fair val- 
ues Even when the distances to a plurality of terminals are large this invention enables the cell rate of ^J«™ 
to be controlled fairly without making transmission delay a problem. H can change the bandwidth that can be ^edby 
45 each connection so that it becomes as large as possible, while ensuring that the acceptable ceO rates notified to the 
various connections are fair. Even when there are a large number of connections, it can '«nplementtra ff ic shaping by 
means of comparatively modest hardware. It can transfer a plurality of cells that have been scheduled forme same dot 
(i e for the same time). It can increase the throughput of an ATM network, clear congestion rapidly, and improve the 
responsiveness of the CAC by calculating the cell loss ratio for each call*ype*y,itHJansrof a simpte caiculation. even 
so when there are a large number of call types. It can also perform smooth call admission control. 

[Brief Explanation of the Drawings] 

FIG. 1 shows the overall constitution of a first embodiment of this invention. 
55 FIG.2 is a block diagram of the essential parts of the switch that serves the source-side terminals. 

FK3.3 is a block diagram of the transit switch and the switch that serves the destination-side terminals 

FIQ.4 is a flowchart showing the operation of a switch serving 60urce-side terminals. 

FIG 5 shows the essential parts of an ATM network according to a second embodiment of this invention. 

FIG 6 represents the state of bandwidth utilisation in an ATM network prior to the application of control according 
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to the second embodiment of this invention. 

FIG.7 represents the operation of the second embodiment and the resulting changes in utilised bandwidth. 
FIG.8 is a flowchart representing the operation of a source-side switch in this second embodiment of the invention. 
FK3.9 shows the essential parts of an ATM network according to a third embocfiment of this invention. 
FIG.10 represents the bandwidth utilised by each terminal at a certain point in time. 

FIG.1 1 represents the relation between thresholds in this third embodiment of the invention, and the peak cell rate 
and minimum cell rate of the source-side terminals. 

FIG.1 2 represents the relation between residual bandwidth and various thresholds in this third embodiment of the 
invention. 

FIG.13 is a flowchart of the algorithm used by a switch to notify terminals of congestion. 

FIG.14 shows the relations among residual bandwidth, the cell rate of the terminals, and the contents of the corre- 
sponcfing congestion notification. 

FIG.1 5 shows the overall constitution of an ATM network according to a fourth embodiment of this invention. 

FIG.1 6 represents the relation between residual bandwidth and various thresholds in this fourth embodiment. 

FIG.1 7 is a flowchart of an algorithm that enables a switch to control the cell rates of the source-side terminals. 

FIG.18 shows the relations among the largest buffer utilisation, the cell rate of the source-side terminals, and the 
contents of the corresponding congestion notification. 

FIG.1 9 shows the overall constitution of a sixth embodiment of this invention. 

FIG.20 shows the control flow of a switch. 

FIG.21 shows the overall constitution of a seventh embodiment of this invention. 

FIG.22 shows the overall constitution of an ATM network according to an eighth embodiment of this invention. 

FIG.23 is a block diagram of a dynamic rate control system according to the eighth embodiment of this invention. 

FIG.24 shows the essential parts of the eighth embodiment of this invention. 

FIG.25 shows how cells are written to the cell buffer. 

FIG.26 shows how the connection list is rearranged. 

FIG.27 shows how the connection list is rearranged. 

FIG.28 shows how cells are fetched from the cell buffer. 

FK3.29 shows the essential parts of a ninth embodiment of this invention. 

FK3.30 shows the essential parts of a tenth embodiment of this invention. 

FIG.31 shows the essential parts of an eleventh embodiment of this invention. 

FIG.32 shows how connection identifiers are written to the simultaneous arrival connection list. 

FIG.33 shows how connection identifiers are written to the simultaneous arrival connection list. 

FIG.34 shows how connection identifiers are fetched from the simultaneous arrival connection list 

FIG.35 is a flowchart showing the operation of the eleventh embodiment of this invention. 

FK3.36 shows the essential parts of a twelfth embodiment of this invention. 

FIG.37 shows the essential parts of a thirteenth embodiment of this invention. 

FK3.38 shows the essential parts of a fourteenth embodiment of this invention, 

FK3.39 is a block diagram of a dynamic rate control system according to a fifteenth embodiment of this invention. 
FIG.40 is a flowchart showing the operation of the dynamic rate control system according to the fifteenth embodi- 
ment of this invention. 

FK3.41 shows the operation of the fifteenth embodiment of this invention in terms of the relation between cell flow 
X and time. 

FKa.42 shows the operation of the fifteenth embodiment of this invention in terms of the relation between cell flow 
X and time. 

FIG.43 is a block diagram of a dynamic rate control system according to a sixteenth embocfiment of this invention. 
FIG.44 is another block diagram of a dynamic rate control system according to the sixteenth embodiment of this 
invention. 

FIG.45 is a block diagram of a dynamic rate control system according to a seventeenth embodiment of this inven- 
tion. 

FK3.46 is a block diagram of a dynamic rate control system according to an eighteenth embodiment of this inven- 
tion. 

FK3.47 is flowchart showing the operation of a dynamic rate control system according to the eighteenth embodi- 
ment of this invention. 

FIG.48 serves to explain a dynamic rate control system according to a nineteenth embodiment of this invention. 

FK3.49 is a flowchart showing the operation of the congestion detector and the congestion controller in the nine- 
teenth embodiment of this invention. > 

FIG.50 is a flowchart showing the operation of a dynamic rate control system according to a twentieth embodiment 
of this invention. 

FK3.51 shows a call type management table. 
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FIG.52 shows the overall constitution of a prior art ATM network. 
FIG.53 shows the constitution of an RM cell. 

FIG.54 is a flowchart showing the operation of a source-side terminal. 
FIG.55 is a flowchart showing the operation of a source-side terminal. 
5 FIG.56 is a flowchart showing the operation of source-side and destination-side subscrfoer switches and of a transit 

switch. 

FIG.57 is a flowchart showing the operation of a destination-side terminal. 
FIG.58 serves to explain cell rate control in an ATM network according to the prior art. 
FIG.59 shows the control flow at a switch. 
w FK3.60 shows the control flow at a switch. 
FIG.61 shows the control flow at a switch. 

FIG.62 shows the control flow at a switch when it has been decided that there is no congestion. 
FIG.63 shows the relation between cell loss ratio and the number of connections for each call type in a multiple 
access environment 

is 

[Optimum Modes for Implementing the Invention] 



(First embodiment) 



20 The constitution of a first embodiment of this invention will be explained with reference to FIG. 1 - FIG. 3. FIG. 1 shows 
the overall constitution of this first embodiment. FIG.2 is a block diagram of the essential parts of the switch that serves 
the source-side terminals. FK3.3 is a block diagram of the transit switch and the switch that serves the destination-side 
terminals. In FIG.1 . 50-1 and 50-2 are source-side terminals, 20 is the switch that serves source-side terminals 50-1 
and 50-2, 30 is a transit switch, 40 is the switch that serves the destination-side terminals, 5 is a transmission link and 

25 60-1 and 60-2 are the destination-side terminals. In FIG.2. 10 is a route information collector and 12 is a cell rate com- 
putation and control part. In FIG.3, 14 is a route information output part. 

This first embodiment of the invention is a dynamic rate control system which serves terminals 50-1 and 50-2, 
wherein switches 20. 30 and 40 have means for setting up a VP for one of these terminals 50-1 or 50-2 on the basis of 
a request from said terminal. Means for setting up this VP are provided in each of switches 20. 30 and 40 and in each 

30 of terminals 50-1 , 50-2. 60-1 and 60-2. but because this is not an essential part of this invention, it is not illustrated. 

The distinguishing feature of this first embodiment of the invention is that it comprises: route information collector 
1 0 as means for collecting route information which includes information relating to the residual bandwidth of the VP 
once this has been set up after a cell rate has been specified for a terminal 50-1 or 50-2; and cell rate computation and 
control part 12 which serves as means for holding the cell rate requested by a terminal 50-1 or 50-2. and as a control 

as means which, on the basis of the aforesaid route information, dynamically controls the cell rate of the virtual path once 
this has been set up, controlling it so that it is as large as possible, up to the cell rate requested by that terminal, and so 
that it is fair to the plurality of terminals from which there are connection requests. Cell rate computation and control part 
1 2 has means which computes and sets the allowed cell rate for terminals 50-1 and 50-2. 

Source-side terminals 50-1 and 50-2 make calls on the basis of the ABR protocol. Switch 20 enables connections 

40 to be established by emulating the ABR protocol for source-side terminals 50*1 and 50*2. It is not essential for switches 
30 and 40 and destination-side terminals 60-1 and 60-2 to operate on the basis of the ABR protocol. However, period- 
ically, or when there has been a state change, switches 30 and 40 must notify switch 20 of the state of utilisation of the 
route in question, this serving as route information. The current unutilized bandwidth is calculated on the basis of the 
state of utilisation notified to switch 20. or on the basis of cell output from terminals 50-1 and 50-2. or on the basis of 

45 both these data. 

The operation of switch 20 when there has been a request from terminal 50-1 or 50-2 to start a new transmission 
via a given route, will be explained by means of FIG.4, which is a flowchart showing the operation of switch 20 which 
serves source-side terminals 50-1 and 50-2. When a request to start transmission has newly arrived from terminal 50- 
1 or 50-2 (S70). the value obtained by multiplying the residual bandwidth by a constant C (0<C£1) is taken as the initial 

so cell rate ICR of the transmission (S71). Constant C is a parameter determined so as to avoid the situation in which the 
wrong cell rate is set because the information pertaining to the time at which the transmission start request was 
accepted deviates from the current situation. If the ICR is smaller than the minimum cell rate (MCR) requested by 
source-side terminal 50-1 or 50-2 (S72), it would be dangerous to accept the transmission start request at this cell rate, 
and it is therefore necessary to re-negotiate with source-side terminal 50-1 or 50-2. Until this is done, the transmission 

55 start request cannot be granted (S73). If the ICR is larger than the MCR (S72), transmission at the ICR is allowed (S74). 
This first embodiment of the invention makes it possible to decide immediately whether to accept or reject a new trans- 
mission start request from source-side terminal 50-1 or 50-2, whereupon transmission at the ICR from accepted 
source-side terminals 50-1 and 50-2 can be allowed. 



13 



Printed from Mimosa 00/10/12 14:06:47 Page: 13 




BP 0 812 083 A1 




» (Second embodiment) 

A second embodiment of this invention will be explained with reference to FIG.5-FIG.8. In FIG.5, which shows the 
essential parts of an ATM network according to this second embodiment, 50-1 , 50-2 and 50-3 are source-side terminals 

5 which make calls in accordance with the ABR protocol; 20 is the switch serving the source-side terminals, said switch 
emulating the ABR protocol for each terminal; and 5 is part of a route shared by source-side terminals 50-1 , 50-2 and 
50-3. FIG.6 represents the state of bandwidth utilisation in the ATM network of FIG.5 prior to the application of control 
according to this second embodiment of the invention. In FIG.6, W total is the total bandwidth of the route in question, 
Wa is the residual bandwidth of this route. W1 is the utilised bandwidth of source-side terminal 50-1 , W2 is the utilised 

io bandwidth of source-side terminal 50-2, and W3 is the utilised bandwidth of source-side terminal 50-3. In FIG.6. imme- 
diately after source-side terminal 50-3 has transmitted an initial RM cell at time to, it starts to transmit data at the initial 
cell rate ICR shown by W3. 

FIG.7 represents the operation of this second embodiment and the resulting changes in utilised bandwidth. When 
the value obtained by multiplying the residual bandwidth Wa by the constant C (0<C£1) is larger than the unit increase 

is in unit time of the cell rate of source-side terminal 50-3, which began transmitting at cell rate ICR at to, an RM cell serv- 
ing to notify that there is no congestion is generated at switch 20. This RM cell is transmitted to source-side terminal 
50-3, thereby allowing an increase in the cell rate. In FIG.7, source-side terminal 50-3 receives the RM cell at time t1 
and increases its cell rate. Thereafter, if the value obtained by multiplying the residual bandwidth Wa by the constant C 
is still the larger, switch 20 generates and transmits another RM cell. FIG.8 is a flowchart representing the operation of 

20 switch 20 in this second embodiment of the invention. If there is residual bandwidth (S80), the product of this residual 
bandwidth and constant C is computed (S81). When the value obtained by multiplying the residual bandwidth by the 
constant C is greater than the unit increase in cell rate (S82). switch 20 notifies source-side terminals 50-1. 50-2 and 
50-3 that there is no congestion (S83), whereupon these source-side terminals increase their cell rate by the unit 
increase. According to this second embodiment of the invention, rather than increasing the cell rate gradually while 

25 observing the state of the entire route, a unit increase is set in advance and the cell rate is increased in one go by that 
unit increase, by a decision of switch 20 alone. As a result the cell rate of source-side terminals 50-1, 50-2 and 50-3 
can be increased rapidly in stepwise fashion. 

(Third embodiment) 



A third embodiment of this invention will be explained with reference to FIG.9-FIG.14. In FIG.9, which shows the 
essential parts of an ATM network according to this third embodiment, source-side terminals 50-1 to 50-4 are source- 
side terminals which make calls in accordance with the ABR protocol; 20 is a switch which emulates the ABR protocol 
for each terminal; and 5 is part of a route shared by the terminals. In FIQ.10. which represents the bandwidth utilised 

35 by each terminal at a given time. Wa represents the residual bandwidth of the route in question, and W1. W2. W3 and 
W4 represent respectively the bandwidths utilised by source-side terminals 50-1 to 50-4. In FIG.10 there is a large 
spread in the bandwidths being used, with the result that there is a possibility of unfairness in the cell rates of the vari- 
ous terminals. FIG.1 1 represents the relation between thresholds Rthl and Rth2 in this third embodiment of the inven- 
tion, and the peak cell rate (PCR) and minimum cell rate (MCR) of source-side terminals 50-1 to 50-4, for the same 

40 situation as in FIG. 10. FIG.1 2 represents the relation between residual bandwidth and thresholds Wthl . Wth2 and Wth3 
in this third embodiment of the invention. 

The control algorithm in this third embodiment of the invention will be explained with reference to FIG.1 3 and 
FIG.14. FIG.13 is a flowchart of the algorithm used by switch 20 for notifying terminals of congestion. FIG. 14 shows the 
relations among residual bandwidth, the cell rate of the terminals, and the contents of the corresponding congestion 

45 notification. Switch 20 monitors the residual bandwidth and compares its value with thresholds Wth1 , Wth2 and Wth3. 
When residual bandwidth Wa is less than threshold Wth1 (S91). a congestion notification is sent to all source-side ter- 
minals 50-1 to 50-4 (S92). If the residual bandwidth Wa is equal to or greater than threshold Wthl but smaller than 
threshold Wth2 (S93). a congestion notification is sent to any terminal at which the cell rate is equal to or greater than 
threshold Rthl (S94). If the residual bandwidth Wa is equal to or greater than Wth2 but smaller than threshold Wth3 

so (S95), a "no congestion" notification is sent to any terminal 50-1 to 50-4 at which the ceO rate is equal to or less than 
Rth2 (S96). If the residual bandwidth Wa is equal to or greater than threshold Wth3 (S97), a "no congestion" notification 
is sent to all source-side terminals 50-1 to 50-4 (S98). Congestion information is sent to each source-side terminal 50- 
1 to 50-4 by generating RM cells on the basis of these comparison results along the lines shown In FIG.14, and trans- 
mitting them to these terminals. In accordance with the ABR protocol, when source-side terminals 50-1 to 50-4 receive 

55 a "no congestion" notification, they get a chance to increase their cell rate. Conversely, when they receive notification 
that there is congestion, they decrease their cell rate. 

In this third embodiment of the invention, the timing at which a congestion notification is sent to source-side termi- 
nals 50-1 to 50-4 varies in accordance with the cell rate prior to the change and the residual bandwidth. As a result, 
when there is spare bandwidth, this third embodiment has the following effects. Namely, ail the terminals are shifted to 
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higher cell rates; the spread in cell rates is reduced, thereby giving greater fairness among the terminals; and the cell 
rate of a terminal with a low celt rate is increased rapidly. Conversely, if bandwidth begins to be insufficient, the effect is 
that the cell rate of terminals with a high rate is reduced. If bandwidth becomes even more insufficient the effect is that 
all the cell rates are shifted downwards. In all of these cases, the control function can be implemented without RM cells 
5 being sent back and forth between source and destination terminals. 

(Fourth embodiment) 

A fourth embodiment of this invention will be explained with reference to FIG.15-FIG.18. In FIQ.15, which shows 

10 the overall constitution of ah ATM network according to this fourth embodiment, 50-1 to 50-4 are source-side terminals, 
20 is a switch serving these source-side terminals, 30 is a transit switch, 40 is a switch serving destination-side termi- 
nals, 5 is a transmission link, and 60-1 to 60-4 are destination-side terminals. The constitution of this fourth embodiment 
will be explained with reference to FIG. 15. 

Source-side terminals 50-1 to 50-4 make calls on the basis of the ABR protocol. Switch 20 enables connections to 

is be established by emulating the ABR protocol for source-side terminals 50-1 to 50-4. It is not essential for switches 30 
and 40 and destination-side terminals 60-1 to 60-4 to operate on the basis of the ABR protocol. Periodically, or when 
there has been a state change, switches 30 and 40 notify source-side switch 20 of the number of cells stored in their 
respective buffers. Switch 20 then judges the current state of utilisation on the basts of the notified queue lengths and 
the number of cells stored in its own buffer. 

20 The diagram shown in FIG.11 in connection with the third embodiment of this invention also represents the rela- 
tions among peak cell rate (PCR). minimum cell rate (MCR). thresholds Rth1 and Rth2, and the cell rate of each termi- 
nal in this fourth embodiment of the invention. Rate 1 to Rate 4 in FIG.11 are the respective cell rates of source-side 
terminals 50-1 to 50-4. There is a large spread in the cell rates shown in FIG. 1 1 , with the result that there is a possibility 
of unfairness in the cell rates of source-side terminals 50-1 to 50-4. FIG. 16 represents the relation between residual 

25 bandwidth and thresholds Gthi , Oth2 and Qth3 in this fourth embodiment of the invention. 

FK3.17 is a flowchart of the algorithm used by switch 20 for controlling the cell rates of source-side terminals 50-1 
to 50-4. In FIG. 17, Qu is the value of the largest of the buffer utilisations notified to switch 20. Switch 20 compares 
thresholds Qth1, Qth2 and Gth3 with Qu. If the largest buffer utilisation Qu is equal to or greater than threshold Qth3 
(S101), a congestion notification is sent to all source-side terminals 50-1 to 50-4 (S102). K the largest buffer utilisation 

30 Qu is equal to or greater than threshold Qth2 but smaller than threshold Qth3 (S103), a congestion notification is sent 
to any of source-side terminals 50-1 to 50-4 with a cell rate equal to or greater than threshold Rth1 (S1 04). rf the largest 
buffer utilisation Qu is equal to or greater than threshold Qth1 but smaller than Qth2 (S105), a "no congestion" notifica- 
tion is sent to any of source-side terminals 50-1 to 50-4 where the cell rate does not exceed threshold Rth2 (S106). If 
the largest buffer utilisation Qu is smaller than threshold Qth1 (S107), a "no congestion" notification is sent to all source- 

ss side terminals 50-1 to 50-4 (S108). FK3.18 shows the relations among largest buffer utilisation Qu, cell rate of source- 
side terminals 50-1 to 50-4, and the contents of the corresponding congestion notification. RM cells are generated on 
the basis of comparison results along the lines shown in FIG.18, and congestion information is notified by transmitting 
these RM ceils to source-side terminals 50-1 to 50-4. In accordance with the ABR protocol, when source-side terminals 
50-1 to 50-4 receive a "no congestion" notification, they get a chance to increase their cell rate. Conversely, when they 

40 receive notification that there is congestion, they decrease their cell rate. 

In this fourth embodiment of the invention, the timing at which a congestion notification is sent to source-side ter- 
minals 50-1 to 50-4 varies in accordance with the cell rate prior to the change and the shared buffer length. As a result, 
when there is spare bandwidth or spare buffer capacity, this fourth embodiment has the following effects. Namely, all 
the terminals are shifted to higher cell rates; the spread in cell rates is reduced, thereby giving greater fairness among 

as source-side terminals 50-1 to 50-4; and especially; the cell rate of a terminal with a low cell rate is increased rapidly. 
Conversely, if bandwidth or buffer length begins to be insufficient, the effect is that the cell rate of terminals with a high 
rate is reduced. If the bandwidth or buffer length becomes even more insufficient, the effect is that all the cell rates are 
shifted^ownwards. In all of these cases, the control function can be implemented without RM cells being sent back and 
forth between source and destination terminals. 



(Fifth embodiment) 

When another scheme is present in part of an ATM network, switches 30 and 40 and destination-side terminals 60- 
1 to 60-4 may sometimes transmit RM cells independently. In such a case, if "no congestion" has been entered in such 
ss an RM cell, then even though switch 20 may be acting to decrease the cell rate of source-side terminals 50-1 to 50-4, 
the opposite action to this will be requested by the returned RM cell. Accordingly, in this fifth embodiment of the inven- 
tion, if an RM cell for source-side terminals 50-1 to 50-4 has arrived from elsewhere. H is discarded at switch 20. In this 
way, erroneous ceil rate control resulting from RM cells with erroneous congestion information can be avoided. 
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(Sixth embodiment) 

The constitution of a sixth embodiment of this invention will be explained with reference to FIG. 19, which shows the 
overall constitution of this sixth embodiment Here, the explanation will focus on connections 70-1 to 70-3 between ter- 

s minals 50-1 to 50-3 and terminals 60-1 to 60-3, said connections all sharing transmission link 5. In other words, termi- 
nals 50-1 and 60-1 , terminals 50-2 and 60-2, and terminals 50-3 and 60-3 are respectively connected to each other by 
connections 70-1 to 70-3, said connections passing through switches 20-40 which are connected to each other via 
transmission links 5. Said terminals send and receive information at variable cell rates. Switches 20-40 each comprise: 
switching part 301 which performs circuit switching; control part 302 which as well as controlling this switching part 301 . 

10 sends information relating to acceptable cell rates to source-side terminals 50-1 to 50-3 of connections 70-1 to 70-3 
served by said control part, and collects the following information: the allowed cell rate and actual cell rate of connec- 
tions 70-1 to 70-3, the total bandwidth and the total input bandwidth of shared transmission link 5, and the number of 
connections that share this transmission link 5; memory part 303 for holding the information collected by control part 
302; and computing part 304 which, on the basis of the information held in memory part 303, calculates for each con- 

75 nection the acceptable cell rate for notification to source-side terminals 50-1 to 50-3. 

In this constitution, source-side terminals 50-1 to 50-3 generate management cells at fixed cell number intervals, 
and transmit these management cells to destination-side terminals 60-1 to 60-3. The management cells have a CCR 
field for giving notification of the allowed cell rate of connections 70-1 to 70-3, and an ER field tor giving notification of 
the acceptable cell rate. When a source-side terminal 50-1 to 50-3 transmits a management cell, its writes the current 

20 allowed cell rate ACRj 0=1.2 n) of a connection 70-1 to 70-3 in the CCR field. 

Each control part 302 of switches 20-40 measures the number of connections n which pass through the switch, the 
total bandwidth B an and the total input bandwidth of the output link, and the current cell rate ratej of each connec- 
tion (j = 1 . 2 n), and holds this information in memory part 303 of the switch. Control part 302 of switches 20-40 also 

reads the allowed cell rate information for each connection, this information having been written in the CCR field of the 

25 management cell that passes through the switch, and holds this information in memory part 303 of the switch as ccr, 0 
B 1, 2, .... n). 

FK3.20 shows the control flow of the switches, illustrating the calculation of the acceptable cell rate. Here, by way 

of example, an exptenation^ll be given of switch 30. For each connection j (j » 1 1 2 n), the maximum and minimum 

values that can be taken by the allowed cell rate are determined at call connection by negotiation with the network. This 
30 maximum value will be written as PCRj (peak cell rate), and the minimum value will be written as MCRj (minimum cell 
rate )- 

Switch 30 holds the following data in memory part 303: the number of connections n, the total bandwidth the 

total input bandwidth B^, the current cell rate ratej. and the allowed cell rate ccrj (j - 1 , 2 n). 

As shown in FIQ.20, for each connection 70-1 to 70-3 switch 30 compares the allowed cell rate and the actual cell 
as rate. i.e. it compares ccn and rate! , ccr 2 and rate;,, ccr 3 and rates. If an actual cell rate ratej is greater than a fixed pro- 
portion of the allowed cell rate. i.e. if ratej > ccrj • Q (where Q is a constant such that 0<G£1) (S111). then the 

requested cell rate rj Q = 1 , 2 n) for that connection J is taken as the PCRj (S1 1 3). Conversely, if an actual cell rate 

ratej is less than a fixed proportion of the allowed cell rate, then the cell rate requested for that connection is taken as 
the MCRj (S1 12). An updating equation for ERQj can be determined by taking the variance of the ratio of allowed cell 
40 rate to requested rate for connections 70-1 to 70-3 as an evaluative function, said variance being given by: 

V({ccr 1p ccr 2 ccrj, {r v r 2 r n )) = {\M)Z j (ccr/r^l/njL, ccr^,) 2 

Computing part 304 then obtains the acceptable cell rate ERQj at switch 30 for connection J (j - 1 . 2 n) by computing 

45 the following (S1 14): 

ERQj m ccTj-oj • sign{n • ccTj/Tj-w • Ejccr^/r,) 

where £j and Ej -are respectively the sums from M to n and from j=1 to n. ccrj and rj are respectively the allowed cell 
so rate and the requested cell rate of connection J, n is the number of connections 70-1 to 70-3 which are transmitting data, 

aj and w are weighting functions, and sign{} is a function that expresses the sign of the value inside the curly brackets, 
ctj is a positive constant which differs for each connection 70-1 to 70-3. w is a decreasing function of the total input 

bandwidth of the transmission link shared by connections 70-1 to 70-3. For example, w may be taken as a function of 

the total bandwidth B^ and the total input bandwidth of the transmission link shared by connections 70-1 to 70-3, 
ss namely: 

w - (B^, + p,) / (B UTO + p 2 ) x p 3 
where P2 is a constant for preventing the denominator from becoming zero, is a constant for correcting pa, and P3 is 
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a constant for setting the allowable width. 
A value equal to the absolute value of: 

{n • ccTj/Tj-w • £, ccr/r,} 

5 

may be set as ctj. w can also be taken as the following function of the total input bandwidth of transmission link 5 
shared by the connections: 

w »-P4* B use+P5 

10 

where P4 is a positive constant for setting the allowable width and ps is a correction constant. 

When the newly calculated acceptable cell rate is smaller than the acceptable cell rate written in the ER field of a 
management cell returned by a destination terminal 60-1 . 60-2 or 60-3. switch 30 rewrites the ER field to the newly cal- 
culated value. If the newly calculated acceptable cell rate is not smaller than the acceptable cell rate written in the ER 
is field of the returned management cell, switch 30 does not rewrite. In either case, switch 30 relays the management cell 
and thereby notifies a source-side terminal 50-1 to 50-3. It is assumed that when a source-side terminal of connection 
J generates a management cell, it is the PCRj of connection J that is written in the ER field. 

(Seventh embodiment) 

20 

A seventh embodiment of this invention will be explained with reference to FIGL21 . which shows the overall consti- 
tution of this embodiment. In this seventh embodiment, only switch 20 performs the calculation of the acceptable cell 
rate. This constitution comprises: switches 20-40 which are mutually connected via transmission links 5; and terminals 
50-1 to 50-3 and 60-1 to 60-3 which are mutually connected by connections 70-1 to 70-3, which pass through these 

25 switches 20-40. Said terminals send and receive information at variable cell rates. Switch 20 which directly serves ter- 
minals 50-1 to 50-3 has control part 302 which, when terminals 50-1 to 50-3 served by switch 20 act as sources, sends 
to these terminals 50-1 to 50-3 information relating to acceptable cell rates. Switch 20 also has memory part 303 and 
calculating part 304. Memory part 303 collects and holds the following information relating to the plurality of connections 
which share the route, i.e. relating to connections 70-1 to 70-3 for which terminals 50-1 to 50-3 constitute sources. 

30 Namely, memory part 303 collects and holds the allowed cell rate and the actual cell rate of each connection, the 
allowed bandwidth and the total input bandwidth of the route, and the number of connections that share this route. Com- 
puting part 304 calculates, for each connection and on the basis of the information held in this memory part 303, the 
acceptable cell rate to be notified to a terminal. 

In other words, switch 20 rewrites management cells that have arrived from terminals 50-1 to 50-3 with acceptable 

35 cell rates which have been newly calculated by said switch, and returns the management cells to their originating ter- 
minals 50-1 to 50-3. In this way, source-side terminals 50-1 to 50-3 are notified of acceptable cell rates. 

In the sixth and seventh embocfiments of this invention, terminals 50-1 to 50-3 were notified of the acceptable cell 
rate. However, it is also possible for said terminals to be notified of information indicating a rise or fall in the allowed cell 
rate, and for these terminals to increase or decrease their own allowed cell rates in accordance with a predefined cal- 

40 culation formula. For example, when the acceptable cell rate newly calculated at the switch has become smaller than 
the current allowed cell rate used for the calculation, the fact that there is congestion is written in a management cell 
that has been returned by the destination-side terminal, and this is used to notify the source-side terminal. The allowed 
cell rate should be automatically decreased at the source-side terminal when a congestion notification is received. 

45 (Eighth embodiment) 

The constitution of an eighth embodiment of this invention will be explained with reference to FIQ.22-FK3.24. 
FIGL22 shows the overall constitution of an ATM network according to thiseighth embodiment FK123 is a block dia- 
gram of a dynamic rate control system according to this eighth embodiment and-RG;24 shows^he essential parts of 

so this eighth embodiment 

The eighth embodiment of this invention is provided in an ATM network in the manner shown in FIGL22, and as illus- 
trated in FIG.23, it is a dynamic rate control system comprising: input terminal IN at which a cell stream arrives; cell 
buffer CB which temporarily stores cells which have arrived; and traffic shaper TS which reads cells from this cell buffer 
CB in accordance with the indicated cell transmission interval. 

55 The distinguishing feature of this embodiment of the invention is that, as shown in FIG.24, it is provided with con- 
nection table CT the add- esses of which are connection identifiers (VPI/VCl) and which holds connection information 
that includes the aforesaid cell transmission interval Int; and cell buffer CB includes: a plurality of memory regions Cell 
each accommodating a single cell, and pointer regions Ptr which show pointers that map these memory regions Cell 
and the connection table CT. 
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This eighth embodiment of the invention comprises shared cell buffer CB which stores cells from all the connec- 
tions, and connection table CT which holds, for each connection stored in cell buffer CB, the cell transmission interval 
Int and the head and tail addresses of the chain of cells in cell buffer CB in their arrival order. Cells of each connection 
are read from cell buffer CB in accordance with a prescribed scheduling rule. 

5 Connection table CT is a table which holds information relating to each connection. This connection table holds, for 

each connection, a token Tk, a cell transmission interval Int, a head pointer, and a tail pointer. A token Tk indicates that 
the cell that arrives next on the connection in question has the right to be transferred when it arrives. A cell transmission 
interval Int indicates the minimum cell transmission interval which the connection in question has to maintain. The head 
pointer and the tail pointer indicate linking relations to the cell buffer CB (see arrows (1) and (2) in FIG.24), and respec- 

10 tively hold the address at which the head cell of the connection in question is held (arrow (1)) and at which the tail cell 
of that connection is held (arrow (2)). 

When a cell from a given connection is written in cell buffer CB, the cell is written in a free region of ceil buffer CB. 
An example of this writing operation is given in FIG.25, which shows how cells are written to cell buffer CB. FIG.25 
shows a chain of free memory regions in the cell buffer. The address of the head of the chain of free memory regions 

is is assigned to an arriving cell by changing the CB free pointer. In FIG.25, a cell which has arrived has simply been writ- 
ten in cell buffer CB, and it is still necessary to establish the correspondence between that cell and a connection. The 
list for the connection in question is therefore rearranged. This process of rearranging the list for the connection is illus- 
trated in FIG.26 and FIG.27. In FIG.26, an address for a cell that has arrived is added to the tail of the chain of cells of 
the connection in question in cell buffer CB. If there is no chain in the cell buffer, a new chain is created as shown in 

20 FIG.27. 

FIG.28 shows how a cell of a given connection is fetched from cell buffer CB. In FIG.28, the cell at the head of the 
cell chain of the connection in question in cell buffer CB is fetched and its head pointer changed. 

Cell buffer CB is thus a shared buffer for ceils from all connections and logically constitutes a FIFO queue for each 
connection. In FIG.24. the CB free pointer holds the addresses of the head (arrow (3)) and the tail (arrow (4)) of a free 

25 region in cell buffer CB. Cell buffer CB and the CB free pointer are used in combination. One entry in ceil buffer CB com- 
prises a memory region Cell which holds the contents of a cell, and a pointer field Ptr for indicating the reading order 
of that cell within its connection. In cell buffer CB, lists of cells for each connection are formed logically in terms of the 
reading order relation shown by the pointers. In other words, to take a particular connection as an example, the ceils of 
that connection can be accessed in their reading order by addressing cell buffer CB at the address shown by the head 

30 pointer of that connection in connection table CT (see arrow (1)) t and then successively running through the list always 
using the address shown by the pointer at the previous address in cell buffer CB (see arrows (5) and (6)). Connection 
table CT holds, as linking information in the tail pointer, the address of the tail of the list in cell buffer CB for that con- 
nection (arrow (2)). Just as for each connection, free regions are formed logically into a list The addresses of the head 
and tail of free regions in cell buffer CB are held respectively in the head pointer (arrow (3)) and the tail pointer (arrow 

35 (4)) of the CB free pointer. In other words, the head pointer shows the address to be used next as a free region (arrow 
(3)) and the address to be used as the next free region after that is given in the pointer of that address in cell buffer CB. 
The CB free pointer holds in its tail pointer, as linking information, the address of the tail of the list of free regions which 
are held in cell buffer CB (arrow (4)). 

40 (Ninth embodiment) 

A ninth embodiment of this invention will be explained with reference to FIGL29, which shows the essential parts of 
said ninth embodiment This ninth embodiment of the invention comprises, in addition to the constitution of the eighth 
embodiment, scheduling table ST which holds the mapping between times and connections, and timer Tim. which is a 
45 timer that shows the current time. A cell of the connection noted in scheduling table ST is read at the time shown by 
timer Tim. At the same time as this ceil is read, the time at which the next cell of that connection is to be read is sched- 
uled. Namely, the connection in question is written as an entry in scheduling table ST corresponding to a time later than 
the current time shown by timer Tim by the cell interval of that connection (this cell interval being noted in the cell trans- 
mission interval Int field of connection table CT)7 

so 

(Tenth embodiment) 

A tenth embocSment of this invention will be explained with reference to FIG.30. which shows the essential parts of 
said tenth embodiment. In this tenth embodiment of the invention the scheduling table ST according to the ninth embod- 
55 iment has a plurality of fields so that a plurality of connections can be assigned to the scheduling table simultaneously. 
This tenth embodiment also has, in addition to timer Tim which shows the current time, a virtual timer HTim which 
shows a virtual time. 

In the ninth embodiment of this invention only one of the connections scheduled for the same time can actually be 
scheduled, whereas in this tenth embodiment a plurality of connections can be scheduled for the same time. 
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The value given by virtual timer HTim is used to incficate a prescribed address in scheduling table ST. Whereas 
timer Tim always shows the current time accurately, virtual timer HTim keeps showing the same time while scheduling 
table ST is reading from cell buffer CB the plurality of cells that have been scheduled to be read at the same time. 

s (Eleventh embodiment) 

An eleventh embodiment of this invention will be explained with reference to FIG.31, which shows the essential 
parts of said eleventh embodiment. This eleventh embodiment of the invention comprises: connection table CT, cell 
buffer CB, a CB free pointer which holds the head address and the tail address of the list of free addresses in cell buffer 

10 CB, scheduling table ST, timer Tim which shows the current time, virtual timer HTim which shows the virtual time, simul- 
taneous arrival connection list SU and an SL free pointer which holds the head address and the tail address of the list 
of free addresses in simultaneous arrival connection list SL 

Scheduling table ST is a table which schedules the reading of cells. It achieves its management function by pairing 
times with head and tail pointers which point to the simultaneous arrival connection list SL This simultaneous arrival 

is connection list SL is a list which holds the identifiers of connections that are scheduled to be read from cell buffer CB 
at the same time. The head pointer and the tail pointer of scheduling table ST show the linking relation to simultaneous 
arrival connection list SL (see arrows (20) and (21) in FIG.31) and respectively hold the identifier of a head cell and a 
tail cell to be read from cell buffer CB at that time. 

This eleventh embodiment has, in addition to timer Tim which shows the current time, a virtual timer HTim which 

20 shows a virtual time. The value given by virtual timer HTim is used to indicate a prescribed address in scheduling table 
ST. 

Whereas timer Tim always shows the current time accurately, virtual timer HTim keeps showing the same time 
while simultaneous arrival connection list SL is reading from cell buffer CB the plurality of cells that have been sched- 
uled to be read at the same time. 

25 Simultaneous arrival connection list SL forms a chain of the connections that are scheduled to be read from cell 
buffer CB at the same time, and this enables the number of connections scheduled for the same time to be increased 
flexibly. The chain is formed by the same method used to form the FIFO queue of each connection in shared cell buffer 
CB. Namely, an SL free pointer holds the head and tail addresses of a free region of simultaneous arrival connection 
list SL Simultaneous arrival connection list SL and the SL free pointer are used in combination. Simultaneous arrival 

30 connection list SL is a list which holds connection identifiers of cells, and each entry in this list comprises a connection 
identifier and a pointer for indicating the order in which that connection identifier is to be read (see arrows (22) and (23) 
in FIG.31). In simultaneous arrival connection list SL lists of connection identifiers of cells that have been scheduled to 
be read at the same time are formed logically in terms of the reading order relation indicated by the pointers. In other 
words, to take a particular time as an example, the connection identifiers of cells scheduled to be read at that time can 

35 be accessed in their reading order by addressing simultaneous arrival connection list SL at the address shown by the 
head pointer of virtual timer HTim (see arrow (20) in FIG.31). and then successively running through the list always 
using the address given by the pointer at the previous address in simultaneous arrival connection list SL (see arrows 
(22) and (23) in FIG.31). Virtual timer HTim holds in its tail pointer, as linking information, the address of the tail of the 
list in simultaneous arrival connection list SL for that time (see arrow (21) in FIG.31). Just as for the various times, free 

40 regions are formed logically into a list The addresses of the head and tail of free regions in simultaneous arrival con- 
nection list SL are held respectively in the head pointer (see (24) in FK3L31) and the tafl pointer (see (25) in FIG.31) of 
the SL free pointer. In other words, the head pointer gives the address to be used next as a free region, and the address 
to be used as the next free region after this is given in the pointer with that address in simultaneous arrival connection 
list SL The SL free pointer holds in its tail pointer (see (25) in FIG.31), as linking information, the address of the tail of 

45 the list of free regions held in simultaneous arrival connection list SL 

FK3.32 and FK3.33 show how the connection identifiers of cells scheduled for a certain time are written in the simul- 
taneous arrival connection list SL FIG.32 shows both the case where a newly scheduled connection is put at the head 
of a chain, and the case where it is put at the tail of the chain. As shown in FIG.33. when there is no chain in the simul- 
taneous arrival connection list SL a new chain is created. 

so FK3.34 shows how a connection identifier scheduled for a certain time is fetched from the simultaneous arrival con- 
nection list SL In FIG.34, the connection identifier is shown being fetched from the head of the chain. 

In the foregoing explanation, the position at which a connection identifier is inserted was the tail pointer of the list 
of connection identifiers scheduled for the same time, and the position at which a connection identifier is read was the 
head pointer of the list of connection identifiers scheduled for the same time. In other words, connection identifiers 

55 scheduled for the same time are read in FIFO order. Moreover, connection identifiers scheduled tor the same time are 
inserted further back in the list the shorter their cell interval, and therefore the shorter the cell interval, or to express this 
the other way round, the faster the cell rate, the later the scheduling. M the position at which a connection identifier is 
inserted is the head pointer of the list of connection identifiers scheduled for the same time, then connection identifiers 
scheduled for the same time will be read in LIFO order. The result of this is that the faster the cell rate of the connection, 
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the sooner the connection identifier will be read. Furthermore, by deciding for each connection whether the position at 
which the connection identifier is inserted is the tail pointer or the head pointer of the list of connection identifiers sched- 
uled for the same time, the connections can be divided into two classes. In other words, it will be possible to create two 
classes of connections scheduled for the same time: those that are scheduled sooner, and those that are scheduled 



In the foregoing, the function of each block was described separately. An explanation will now be given of how the 
blocks interact to achieve the desired object. The relevant flow is shown in FJG.35. which is a flowchart showing the 
operation of this eleventh embodiment of the invention. Processing is carried out in the following order: deciding the 
connection from which a cell is to be read (S121), reading a cell from that connection (S122), scheduling the reading of 
10 the next cell of that connection (S123), and writing a cell that has arrived to the FIFO queue in cell buffer CB (S124). 

(Cell arrival processing) 

The processing required when a cell arrives is (a) the writing of that cell to cell buffer CB, and (b) the decision as 
15 regards whether or not that cell is scheduled for transfer. The processing involved in writing the cell to cell buffer CB 
differs according to whether or not there is already a list in cell buffer CB for the connection to which that cell belongs. 
If there is no such list, a list for that connection is first of all newly created in cell buffer CB. The cell is then written to a 
free region of cell buffer CB. This procedure has already been described in detail with reference to FIG.25. Next, the 
logical relations in the list for that connection are newly created in cell buffer CB. This procedure has already been 
20 described in detail with reference to FIG.26 and FIG.27. 

If there is already a list for that connection in cell buffer CB, the list is changed by carrying out the following process- 
ing. First of all, the cell is written to a free region of cell buffer CB. This procedure has already been described in detail 
with reference to FIG.25. Next, the logical relations in the list tor that connection are changed. This procedure has 
already been described in detail with reference to FIG.26 and FIG.27. 
25 Whether or not a cell is scheduled for transfer is determined by whether or not the connection to which that cell 
belongs has a token Tk. When a cell arrives, connection table CT is looked up on the basis of the connection identifier 
carried in the cell header. 

If no token Tk has been set transfer scheduling of that cell is not carried out at that point in time. Instead, it is sched- 
uled when the tail cell of that connection at that time is transferred. This will be explained detail in the subsequent see- 
so tion on the processing involved in reading cells. 

If token Tk has been set, the scheduling table is looked up, with addressing being carried out by timer Tim which 
shows the current time. Subsequent processing varies according to whether or not there is a connection which has 
already been scheduled for that time. 

If there is no already scheduled connection, processing is performed as follows. Namely, lists of cells to be trans- 
35 fenred at the current time shown by timer Tim are newly created in simultaneous arrival connection list SL Firstly, the 
connection identifier in question is written in a free region of simultaneous arrival connection fist SL Next the logical 
relations of the lists of cells to be transferred at the current time shown by timer Tim are newly created in simultaneous 
arrival connection list SL These procedures have already been described in detail with reference to FK3L32 and FIG.33. 
If there is an already scheduled connection, processing is performed as follows. Namely, the lists of cells to be 
40 transferred at the current time shown by timer Tim are changed in simultaneous arrival connection list SL Firstly, the 
connection identifier in question is written in a free region of simultaneous arrival connection fist SL Next the logical 
relations of the lists of cells to be transferred at the current time shown by timer Tim are changed in simultaneous arrival 
connection list SL These procedures have already been described in detail with reference to FIG.32 and FIG.33. 
As has been explained in the foregoing, if a token Tk has been set the cell in question is scheduled for the current 
45 time shown by timer Tim. However, it will sometimes be desired to transfer the cell in question when the virtual time 
shown by virtual timer HTim has lagged behind during the processing of scheduling table ST. In this case, scheduling 
table ST is addressed at the time shown by virtual timer HTim, and the connection identifier of the cell in question is 
added to the head of the list indicated by the head pointer with this address. 

so (Cell reading processing) 

The processing required when a cell is read is (a) determining the connection from which a cell is to be read, (b) 
reading the cell, and (c) scheduling the next cell. Determining the connection differs according to whether or not there 
is a cell to be transferred at the virtual time shown by virtual timer HTim. If there is no cell to transfer, virtual timer HTim 
55 is advanced one unit of time, and each time it does so a check is made to see whether or not there is a cell to be trans- 
ferred at that time. Virtual timer HTim is advanced faster than the usual rate until a cell for transfer is found. If no cell 
has been found after the time has been advanced by a prescribed amount, the reading of cells is abandoned To per- 
form this processing more efficiently, the concept of a list may be introduced for scheduling table ST as well. This will 
be explained in a section dealing with the processing that is performed within one unit of time. When a cell to be trans- 
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f erred has been found within the prescribed time, the subsequent processing is the same as when there is a cell to be 
transferred. 

If there is a cell to be transferred, the connection to be read at this time is determined. That is to say, the connection 
identifier scheduled for this time is fetched from simultaneous arrival connection list SL This procedure has already 
5 been described in detail with reference to FIG.34. 

Next a cell of that connection is read from cell buffer CB. The processing involved in reading a cell from cell buffer 
CB differs according to whether or not there is a cell of that connection in cell buffer CB. Connection table CT is 
accessed on the basis of the previously determined connection identifier. 

If there is no cell of that connection in cell buffer CB, a token Tk is simply set in connection table CT, and no cell is 
10 read from cell buffer CB. . SJ . 

If there is a cell of that connection in cell buffer CB, the cell is fetched. This processing has already been described 
in detail in the section dealing with cell buffer CB. 

The processing involved in scheduling the next cell differs according to whether or not a token Tk has been set for 
the connection in question. Connection table CT is accessed on the basis of the previously determined connection iden- 

1* tlfier . . 

If a token Tk has been set in connection table CT, the scheduling of that connection is carried out when a cell of 

that connection next arrives. This has been descrtoed in detail in the section dealing with the cell arrival processing. 

If a token Tk has not been set in connection table CT, the minimum cell interval Int of that connection, said cell inter- 
val being given in connection table CT, is added to the current time being counted by timer Tim, the result taken as the 

20 transfer time of the next cell, and the connection in question scheduled on this basis. In other words, scheduling table 
ST is addressed at Int+Tim, and the connection identifier in question is appended to the list of connection identifiers in 
simultaneous arrival connection list SL that have been scheduled for time Int+Tim, this list being indicated by the head 
pointer of scheduling table ST. The processing involved in appending a connection identifier has previously been 
described in detail in the section where the simultaneous arrival connection fist SL was explained, and therefore no fur- 

25 ther details will be given here. It should be noted that because the cell transfer scheduling uses timer Tim which shows 
the current time, rather than virtual timer HTim, the cell transmission interval Int of the connection in question strictly 
speaking does not become smaller than the prescribed cell transmission interval Int If fluctuation of cells scheduled for 
the same time is allowed, the connection in question can be transferred sooner H it is scheduled for time Int+HTim The 
processing involved in making an entry in scheduling table STis approximately the same as when no token Tk has been 

30 set (see the section on cell arrival processing). 

(Twelfth embodiment) 

A twelfth embodiment of this invention will be explained with reference to FIQ.36. which shows the essential parts 
35 of said embodiment. One unit of time is the time required to transfer a cell onto an output line. Cell arrival processing 
and cell reading processing are carried out in that order in one unit of time This twelfth embodiment of the invention is 
designed to make virtual timer HTim. which shows the address in scheduling table ST that is to be processed, catch up 
efficiently with timer Tim which shows the current time. As mentioned previously, whereas timer Tim always shows the 
current time accurately, virtual timer HTim keeps showing the same time while simultaneous arrival connection list SL 
40 is reading from cell buffer CB the plurality of cells that have been scheduled to be read at the same time. When a large 
number of connections are scheduled for the same time, there will be a large time difference between virtual timer HTim 
and timer Tim, and it will take time to catch up with timer Tim after the processing involved in reading cells scheduled 
for the time shown by virtual timer HTim has been completed. 

Accordingly, in this twelfth embodiment of the invention, in order to catch up efficiently with timer Tim. a pointer field 
45 is introduced in each time entry in scheduling table ST and a list of the times at which cells should be output is con- 
struct ed. 

In FIQ.36. a list of times at which cells should be output is formed in scheduling table ST. The head of the list is the 
address^hown by virtual timer HTim, while the tafl of the list is the address shown by tracking timer TTim. This list of 
times at which cells=should be output is formed logically by the relations indicated by the pointers. In other words, the 

so times at which cells are to be read out can be successively accessed by addressing scheduling table ST at the address 
shown by virtual timer HTim. and then successively running through the list always using the address shown by the 
pointer at the previous address. 

Initially, virtual timer HTim, tracking timer TTim and timer Tim all show the same time, but if at a certain time there 
are a plurality of cells scheduled for the same time, then virtual timer HTim will lag behind and timer Tim will be relatively 

55 ahead. If virtual timer HTim and timer Tim are out of step but no new cells arrive and timer Tim does not show a time at 
which a ceil has been scheduled, then while this is the case, tracking timer TTim will show the same time as virtual timer 

HTim. . 

When a cell newly arrives, the address shown by timer Tim is written in the pointer of the address in scheduling 
table ST shown by tracking timer TTim, so that this address is shown by tracking timer TTim as well. The same process- 
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ing is also performed wheritimer Tim has indicated a time at which a cell is scheduled, with the current time being 
added to the list of times at which cells are to be read. 

(Thirteenth embodiment) 

Next, a thirteenth embodiment of this invention will be explained with reference to FIG.37, which shows the essen- 
tial parts of said thirteenth embodiment. This thirteenth embodiment restricts the number of cells in cell buffer CB for 
each connection, thereby reducing the adverse effects that inter-connection competition for buffer space can have on 
quality. In this invention, because cell buffer CB is a shared buffer, if an excessive number of cells arrive from a specific 
connection they end up taking possession of cell buffer CB, with the result that there is a danger that they will have an 
adverse effect on the quality of other connections. This thirteenth embodiment of the invention restricts the number of 
ceils that can enter cell buffer CB from any one connection, so that a specific connection cannot take over possession 
of cell buffer CB in this way. 

Before a cell is written to cell buffer CB, a comparison is made between the Q1 en field and the B1en field in con- 
nection table CT If the Q1en field is smaller, the cell is written to cell buffer CB and at the same time Qlen is incre- 
mented by 1 . If the Q1 en field is not smaller, writing of the cell to cell buffer CB is prohibited. In addition, when a cell is 
read from cell buffer CB, the value of the Q1 en field is decremented by 1 . The Q1 en field shows the number of cells in 
cell buffer CB from a given connection, while the B1 en field shows the number of cells which that connection is allowed 
to have in cell buffer CB. 

(Fourteenth embodiment) 

A fourteenth embodiment of this invention will be explained with reference to FIG.38, which shows the essential 
parts of said embodiment. This fourteenth embodiment introduces the concept of priority into the connection schedul- 
ing. As described previously, connection identifiers scheduled for the same time are read in FIFO order. Moreover, con- 
nection identifiers scheduled for the same time are inserted further back in the list the shorter their cell transmission 
interval Int, and therefore the shorter the cell transmission interval Int. or to express this the other way round, the faster 
the cell rate, the later the scheduling, ffthe position at which a connection identifier is inserted is the head pointer of the 
list of connection identifiers scheduled for the same time, then connection identifiers scheduled for the same time will 
be read in LIFO order. The result of this is that the faster the cell rate of the connection, the sooner the connection iden- 
tifier will be read. Furthermore, by deciding for each connection whether the position at which the connection identifier 
is inserted is the tail pointer or the head pointer of the list of connection identifiers scheduled for the same time, the con- 
nections can be Divided into two classes. In other words, it will be possible to create two classes of connections sched- 
uled for the same time: those that are scheduled sooner, and those that are scheduled later. 

A field Pri for. expressing the priority ranking of each connection is provided in connection table CT. When an ele- 
ment is to be added to the list of connection identifiers scheduled for the same time in simultaneous arrival connection 
list SL, if connection table CT shows a high priority in field Pri corresponding to the connection identifier of this element, 
the new element is added at the position indicated by the head pointer of scheduling table ST, whereas if field Pri shows 
a low priority, the new element is added at the position indicated by the tail pointer of scheduling table ST. 

In all the embodiments explained so far, connection identifiers were entered in simultaneous arrival connection list 
SL However, as an alternative, it would also be feasfoJe to enter connection table addresses. 

(Fifteenth embodiment) 

A fifteenth embodiment of this invention will be explained with reference to FIQ.39 and FIG.40. FIQ.39 is a block 
diagram of a dynamic rate control system according to this fifteenth embodiment while FIG.40 is a flowchart showing 
the operation of this dynamic rate control system. 

A dynamic rate control system according to this fifteenth embodiment of the invention comprises: cell flow measur- 
ing part 1 as means tor measuring cell flow; congestion detector 2 as means for comparing this measured cell flow with 
a threshold; and congestion notification part 4 as means which, in accordance with the result of this comparison, sends 
regulation information that Includes a cell flow regulation factor to the cell generator. 

The distinguishing feature of a dynamic rate control system according to this fifteenth embodiment of the invention 
is that it includes congestion controller 3 as means which, when regulation is being applied to one cell generator, main- 
tains this regulation until the measured cell flow from that cell generator reaches a preset value below the aforesaid 
threshold. 

As shown in Fia40, the aforesaid regulation factor R is set to R»1/X (S133) where X is the normalised cell flow 
and the normalised threshold A is 1 . The regulation factor R is set to R»1 (S1 35) when X<1/R (S1 34). 

In other words, a dynamic rate control system according to this fifteenth embodiment of the invention comprises cell 
buffer 1 5, cell flow measuring part 1 , and congestion notification part 4 which consists of congestion detector 2 and con- 
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gestion controller 3. This dynamic rate control system operates as follows. Namely, congestion is detected by conges- 
tion detector 2 in accordance with the cell flow obtained by cell flow measuring part 1; the start and cancellation of 
regulation is determined by congestion controller 3; and congestion notification part 4 informs cell-generating terminals 
of the regulation factor R using RM cells that flow in the opposite direction to the direction in which congestion is expe- 
5 rienced. 

FIG.40 is a flowchart of the operation of congestion detector 2 and congestion controller 3. If there is no current 
congestion (S131), the measured cell flow X obtained by cell flow measuring part 1 is compared with a cell flow thresh- 
old A used to detect congestion (S132). For this comparison, all quantities relating to cell flow are normalised by taking 
the transmission link capacity as 1 . If cell flow X has exceeded threshold A. it is judged that there is congestion, where- 

10 upon the regulation factor R applied to the cell output rate from a cell generator is set to 1 A, (S133). In other words, by 
regulating by 1/X or less of the current cell rate of a cell generator, the cell flow from the cell generator is restricted to 
"1 - or less, and the congestion is cleared. 

If there is currently congestion (S131), the cell flow X is compared with the reciprocal 1/R of the current regulation 
factor R (Si 34), and if the cell flow X is the smaller, it is decided that the congestion has cleared and the regulation is 

is cancelled (S 1 35). As a result of cancelling the regulation the cell flow X will increase R times. However, because the cell 
flow from the cell generator prior to cancellation of the regulation was 1/R or less, the cell flow from the cell generator 
will not exceed 1 . 

FIG.41 and FIG.42 show the operation of this fifteenth embodiment of the invention in terms of the relation between 
cell flow X and time, with time taken along the horizontal axis and cell flow X along the vertical axis. In the left-hand dia- 

20 gram of FIG.41 the total of the cell rates from the cell generators has reached X (where X>A), with the result that a con- 
gested state has arisen. When this happens, the regulation factor R is set to 1/X and notification of this is sent to the 
cell-generating terminals. If the cell rate from the cell generators effectively becomes 1/X after the elapse of a prescribed 
time, then as shown in the right-hand diagram of FIG.41, the congestion has cleared. If congestion is suppressed, 
retransmission from ceil generators ceases and there is no shift to catastrophic congestion. However, because the cell 

25 rate of the cell generators is currently being regulated by 1/X. immediate cancellation of the regulation means that R 
times the traffic is applied, with the result that congestion will occur again. Accordingly, as shown in the left-hand dia- 
gram of FIG.42, the regulation is not cancelled until the cell rate from the cell generators has dropped to. 1/R or less. By 
doing it this way, congestion will not occur again even rf after the cancellation of regulation the traffic increases by a fac- 
tor of R (see the right-hand diagram of FIG.42). 

30 

(Sixteenth embodiment) 

A sixteenth embodiment of this invention will be explained with reference to FIGL43 and FK3L44, which are block 
diagrams of a dynamic rate control system according to this sixteenth embodiment. The dynamic rate control system 

35 shown in FIG.43 comprises: cell buffer 15. cell flow measuring part 1 . congestion notification part 4 comprising conges- 
tion detector 2 and congestion controller 3. rate table 6, and multiplier 7. In rate table 6, the cell rate at which the cell 
generator transmits cells is entered for each connection. The operation of cell flow measuring part 1, congestion detec- 
tor 2 and congestion controller 3 is similar to the fifteenth embodiment, but in this sixteenth embodiment of the invention, 
what is carried in an RM cell flowing in the opposite direction to the direction in which congestion has been detected. 

40 and is thereby notified to the cell-generating terminal, is not the regulation factor R, but instead the product of the reg- 
ulation factor R and the cell rate, this product being obtained by multiplication by multiplier 7. The cell-generating termi- 
nal regulates its cell rate using the cell rate entered in that RM cell. 

FK3.44 shows an example in which rate table 6 and multiplier 7 are provided in switch 20. K is not necessary for 
rate table 6 to be provided in congestion controlling switch 30 which is the point at which congestion is detected. 

45 Instead, it may be located in subscriber switch 20 which serves terminals. In this case, the RM cells used for notifying 
that there is congestion carry the regulation factor R while being transferred through the network, and this regulation 
factor is converted to a cell rate for the transfer from switch 20 to a subscriber. 

The advantage of this sixteenth embodiment of the invention is that a=cell=generating,terminal_does not require 
means for converting the regulation factor R to a regulated cell rate. 

so 

(Seventeenth embodiment) 

A dynamic rate control system according to a seventeenth embodiment of this invention will be explained with ref- 
erence to FIG.45, which Is a block diagram of a dynamic rate control system according to this seventeenth embodiment, 
ss The dynamic rate control system shown in FIG.45 comprises: cell buffer 15, cell flow measuring part 1, congestion 
detector 2, and congestion notification part 4 that includes congestion controller 3. Congestion detector 2 detects the 
build-up of cells in cell buffer 1 5, i.e. it detects congestion on the basis of queue length. When the queue length exceeds 
a queue length threshold for congestion detection, it is decided that there is congestion and regulation is started. The 
decision to cancel the regulation is made in the same way as in the fifteenth and sixteenth embodiments. 
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(Eighteenth embodiment) 

A dynamic rate control system according to an eighteenth embodiment of this invention will be explained with ref- 
erence to FIG.46 and FIG.47. FIG.46 is a block diagram of the dynamic rate control system according to this eighteenth 
embodiment, while FIG.47 is a flowchart showing the operation of said dynamic rate control system. The dynamic rate 
control system shown in FIG.46 comprises: cell buffer 15, cell flow measuring part 1. congestion notifying part 4 com- 
prising congestion detector 2 and congestion controller 3, and timer 8. In this eighteenth embodiment of the invention, 
it is decided that there is congestion when the congestion detection threshold has been exceeded continuously for more 
than a set time. In addition, if the congestion is not cleared after a set time has elapsed since the decision that there is 
congestion, the regulation is intensified. 

A flowchart of the operation of congestion detector 2 and congestion controller 3 in this eighteenth embodiment of 
the invention is shown in FIG.47. If there is no current congestion (S141), the measured ceil flow X obtained by cell flow 
measuring part 1 is compared with a congestion detection threshold A (SI 42). If cell flow X has exceeded threshold A, 
it is judged that there is congestion, whereupon the regulation factor R applied to the cell output rate from a cell gener- 
ator is set to 1 A (S143). Even if the cell flow x does not exceed the threshold A, if cell flow X stays equal to or greater 
than 1 for more than a set time RTT (S144), it is judged that there is congestion and the regulation factor R to be applied 
to the cell rate is set to min(1/X) (S145), where this minimum function ranges over the time period RTT. In other words, 
the regulation factor R is set to the reciprocal of the maximum cell flow x^ over the period RTT (i.e., to the minimum 
value min). 

If there is currently congestion, the cell flow X is compared with the reciprocal 1/R of the current regulation factor R 

(5146) , and if the cell flow X is the smaller, it is decided that the congestion has cleared and the regulation is cancelled 

(51 47) . If the cell flow X is not smaller than 1/R, and the congestion has continued for more than a set time RTT (S148), 
it is judged that there is severe congestion and the regulation factor R to be applied to the cell rate is intensified to 
min(R/X) (S149), where this minimum function ranges over the time period RTT. 

(Nineteenth embodiment) 

A dynamic rate control system according to a nineteenth embodiment of this invention will be explained with refer- 
ence to FIG.48 and FIG.49. FIG.48 serves to explain the dynamic rate control system according to this nineteenth 
embodiment, while FIG.49 is a flowchart showing its operation. If the regulation factor R is large, then after congestion 
has cleared, the network utilisation efficiency will decrease until the regulation is cancelled. Accordingly, in this nine- 
teenth embodiment of the invention the cancellation of the regulation is carried out in steps. As shown in FIG.48 and 
FIG.49. the number of cells in each set time period RTT is observed (S1 51 ). and if there is a state of congestion at time 
(a) when a cell rate of W) is observed (S152). the cell rate of the cell generator is regulated (S153). with the regulation 
factor at the start of the congestion control being set to R=1/X0 (X0>1) (S154), where XO is the cell flow from the ceil 
generator. If, at time (b) when a cell rate of XI is observed, the congestion has still not cleared (S152) after a set time 
has elapsed (S151) despite regulation having started (S153). the regulation factor is intensified by setting a next regu- 
lation factor RVRfci (X1 >X0>1) (Si 55), where XI is the cell flow from the cell generator and has a value of equal to 
or greater than 1 . If the congestion has cleared at time (c) when a cell rate of X2 is observed (S152, S156). the regula- 
tion factor is successively relaxed. That is to say, the regulation factor is relaxed within a range such that congestion will 
not re-occur, and is set to R M =R/X2 (X2<1) (S157), where X2 is the cell flow from the cell generator and has a value of 
less than 1 . If the cell flow at time (d), when a cell rate of X3 is observed, is smaller than the reciprocal 1/R of the regu- 
lation factor R (S158), the regulation is cancelled (S1 59). The foregoing procedure enables network utilisation efficiency 
to be increased even while regulation is being applied. 

(Twentieth embodiment) 

A dynamic rate control system according to a twentieth-embodiment of this invention will be explained with refer- 
ence to FIG.50 and FIG.51. FIG.50 is a flowchart^cwing^e^operation of a dynamic rate control system according to 
this twentieth embodiment while FIG.51 shows a call type management table. 

A dynamic rate control system according to this twentieth embodiment of the invention is provided In switch 20 as 
shown in FIG.2 which served to illustrate the first embodiment, and includes cell rate computation and control part 12. 
In a cell rate computation and control part 12 according to this twentieth embodiment, the plurality of connection 
requests is divided into I groups in accordance with the peak rate and the average rate. As shown in FIG.50. tor all this 
plurality of connection requests the cell loss ratio CLR { of the I th group is calculated as: 



where CLR AVE is the average cell loss ratio, aaii is the sum of the average rates, c is the VP bandwidth, r, is the peak 



CLR^a^/cJ-fr/a^CLR 



AVE 



(Eq.2) 
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rate of group I. and a, is the average rate ofgroup I. A group which satisfies this cell loss ratio CLR, is allowed to be 
connected. 

In other words, as shown in FIG.50, as a first step a connection for which there has been a connection request is 
provisionally entered in the call type management table (S161). As shown in FIG.51, the call type management table 
has fields in which are recorded for each call type the number of connections, the peak rate, and the average rate. The 
peak rate and the average rate of a connection for which there has been a connection request are examined, and if a 
call type with said values is already entered in the call typB management table, the relevant number of connections is 
incremented by 1. If there is no entry, the values are entered in the peak rate and average rate fields, the connection 
number field is set to "1 and the call type is added to the table. 

Next, as the second step, the average cell loss ratio is calculated, frfx), the cell rate probability density function for 
call type i, is calculated using the call type management table. This is given by: 



... (Eq 3) 



, otherwise 



20 where Nj is the number of VCs of call type i and p, is the ratio of average cell rate to peak rate for call type i. fj(x) is con- 
volved for all call types I to obtain the cell rate probability density function F(x) for ail call types. Namely: 

F(x)=f ( *...*f n (x) (Eq.4) 

25 where n is the number of call types and * is the convolution operator. The average cell loss ratio CLR AV e can then be 
expressed using F(x) as follows (S162): 

CL*AK-fJ(*-')n*)* ...(Eq.5) 

30 



Next, as the third step, the cell loss ratio for each call type is calculated. The cell loss ratio CLRj for call type I can 
be obtained from Eq.2: 

35 

CLR , <. (a an/c) • (r /a ,) • CLR AVE (Eq.2) 

where a^c is a first safety factor which is common to all call types, and r/a { is a second safety factor specific to call type 
i(S163). 

40 Next, as the fourth step, H is decided whether or not the cell loss ratio CLRj for call type I is smaller than the stand- 
ardised value for cell loss ratio, and if it is greater, the decision is made to reject the connection request and the decision 
flow is terminated (S164). 

If it is smaller, processing advances to the next step. Here, by changing the standardised value of the cell loss ratio 
according to call type, it is possible to meet the requested quality for a plurality of call types. 

45 Next as the fifth step, it is decided for all call types whether or not the cell loss ratio has been compared with the 
standardised value, and if it is ascertained for all call types that the decision has been made that the standardised value 
is satisfied, the processing advances to the next step. If decisions have not been completed for all call types, the third 
and subsequent processing steps are repeated for the next call type (S165, S167). Finally, as the sixth step, if it has 
been ascertained in the fifth step that the standardised value of the cell loss ratio is satisfied all call types, the connec- 

so tion request that was provisionally entered in the call type management table in the first step is formally entered and the 
decision flow terminates (S166). 

Claims 

55 1 . A dynamic rate control system which serves a multiplicity of terminals, and which has means for setting a virtual 
path for one of these terminals on the basis of a request from that terminal; 

said dynamic rate control system being characterised in that it comprises: means for collecting route infor- 
mation which includes information relating to the residual bandwidth of the virtual path once said path has been set 
up after a cell rate has been specified for the terminal; means for holding the cell rate requested by the aforesaid 
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terminal; and control means which, on the basis of the aforesaid route information, dynamically controls the cell 
rate of the virtual path once it has been set up, controlling it so that it is as large as possible, up to the cell rate 
requested by that terminal, and so that it is lair to the plurality of terminals from which there are connection 
requests. 



2. A dynamic rate control system as set forth in Claim 1 , wherein the aforesaid control means comprises means which 
computes and sets the cell rate allowed at the aforesaid terminal. 

3- A dynamic rate control system as set forth in Claim 1, wherein the aforesaid residual bandwidth information is 
numerical information, and the aforesaid means which computes and sets the allowed cell rate includes means 
which computes the aforesaid allowed cell rate by multiplying the residual bandwidth information by a constant C 
(0<C£1). 

4. A dynamic rate control system as set forth in Claim 2 or 3, which has means which, when the minimum cell rate 
included in a transmission start request from an aforesaid terminal is smaller than the aforesaid allowed cell rate, 
sets the initial cell rate of that terminal to the aforesaid allowed cell rate. 

5. A dynamic rate control system as set forth in Claim 2 or 3. wherein an increase in the aforesaid allowed cell rate is 
earned out stepwise in unit increments. 

6. A dynamic rate control system as set forth in Claim 1 or 2, wherein the aforesaid route information is a quantity 
which shows, in stepwise manner, the residual bandwidth of the virtual paths contained in that route, and the afore- 
said means which computes and sets the allowed cell rate includes means which sets the allowed cell rate uniquely 
in accordance with this quantity. 

7. A dynamic rate control system as set forth in Claim 1 or 2, wherein the aforesaid route information is a quantity 
which shows, in stepwise manner, the queue lengths in the cell buffers provided at the nodes contained in that 
route; and the aforesaid means which computes and sets the allowed cell rate includes means which sets the 
allowed cell rate uniquely in accordance with this quantity. 

8. A dynamic rate control system as set forth in any of Claims 1 to 7, where there are also switches which transmit 
RM cells for notifying the aforesaid route information to other switches; 

said dynamic rate control system being characterised in that the aforesaid means which computes and sets 
the allowed cell rate includes means which discards received RM cells. 

9. A dynamic rate control system as set forth in Claim 1, wherein the aforesaid control means comprises: notifying 
means which notifies information relating to the acceptable cell rate to the source-side terminals of connections 
which it serves; means which collects and holds various information relating to the plurality of connections which it 
serves and which share a transmission link, said information comprising the allowed cell rate and the actual cell 
rate of each connection, the total bandwidth and the total input bandwidth of the shared transmission link, and the 
number of connections which share this transmission link; and means which calculates for each connection, on the 
basis of the information held in this collecting and hokfing means, the acceptable cell rate which the aforesaid noti- 
fying means notifies to the source-side terminals. 

10. A dynamic rate control system as set forth in Claim 1, wherein the aforesaid control means comprises: means 
which, when a terminal which it serves becomes a source terminal, notifies to that terminal information relating to 
the acceptable cell rate; means which collects and holds various information relating to the connection over which 
this terminal which it serves becomes a source terminal, and relating to the plurality of connections that share the 
route, said information comprising the allowed cell rate and the actual cell rate of each connection, the bandwidth 
and the total input bandwidth of the shared route, and the number of connections which share this route; and 
means which calculates for each connection, on the basis of the information held In this collecting and holding 
means, the acceptable cell rate which the aforesaid notifying means notifies. 

11. A dynamic rate control system as set forth in Claim 9 or 10, wherein the information which the aforesaid notifying 
means notifies to a terminal is information that indicates an increase or a decrease of the allowed cell rate; and 
each of the aforesaid plurality of terminals includes means which increases or decreases the allowed cell rate of 
that terminal in accordance with a predefined calculation formula. 

12. A dynamic rate control system as set forth in any of Claims 9 to 11, wherein the aforesaid calculating means 
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includes computingmeans which uses the variance of the ratio of allowed cell rate to requested rate for each con- 
nection as an evaluative function, this variance being given by: 

V({ccr 1 , ccr 2 ccr n }, {r v r 2 r n }) = (l/njZj (ccrj/rj-O/n)!:, ccr,/r,) 2 

5 

and obtains, for connection J Q = 1, 2 n), the acceptable cell rate ERQj at that switch by means of: 

ERQj = ccrpaj • sign{n • ccrj/rj-w - IjCC^/r,} 

10 where Xj and £j are respectively the sums from i=1 to i=n and from jol to jon , ccrj and rj are respectively the 
allowed cell rate and the requested cell rate of connection ], n is the number of connections transmitting data, oj 
and w are weighting functions, and signQ is a function that indicates the sign of the value inside the curly brackets. 



1 3. A dynamic rate control system as set forth in Claim 12, wherein Oj is a positive constant. 

14. A dynamic rate control system as set forth in Claim 12, wherein oj is equal to the absolute value of: 

{n • ccr jAyw • E } ccr/r,} 

20 1 5. A dynamic rate control system as set forth in Claim 12, wherein w is a decreasing function of the total input band- 
width of the transmission link or route shared by the connections. 

16. A dynamic rate control system as set forth in Claim 1 2, wherein w is a function of the total bandwidth Ban and the 
total input bandwidth of the transmission link or route shared by the connections: 

25 

w = (B aII +p 1 )/(B USG +p 2 ) xp 3 

where pa is a constant for preventing the denominator becoming zero, pi is a constant for correcting pa, and P3 is 
a constant for setting the allowable width. 

17. A dynamic rate control system as set forth in Claim 12, wherein w is a function of the total input bandwidth B U30 of 
the transmission link or route shared by the connections: 

wo-p 4 .B uae +p 5 

where p 4 is a positive constant for setting the allowable width and p 5 is a correction constant 



18. A dynamic rate control system as set forth in Claim 12, wherein, when the rate requested for a connection is not 
clear and the terminal is transmitting at or above a fixed proportion of the current allowed cell rate, the maximum 

40 value that can be taken by the allowed cell rate in that connection is regarded as the requested rate, and otherwise, 
the minimum value that can be taken by the allowed cell rate is regarded as the requested rata 

19. A dynamic rate control system as set forth in Claim 1 . wherein the aforesaid control means comprises: an input ter- 
minal at which the cell stream arrives; a ceil buffer which temporarily stores the cells which have arrived; a traffic 

45 shaper which reads ceils from this cell buffer in accordance with indicated cell transmission intervals; and a con- 
nection table the addresses of which are connection identifiers (VPI/VCI) and which holds connection information 
that includes information relating to the aforesaid cell transmission intervals (Int); 

wherein the aforesaidxen buffer comprises a plurality of memory regions each accommodating a single cell, 
and pointer-regions which show pointer values (Ptr) that map these memory regions to the aforesaid connection 

so table. 

20. A dynamic rate control system as set forth in Claim 19. wherein the aforesaid connection information includes the 
pointers of the aforesaid memory regions, and in these pointers are accommodated the head and tail addresses of 
cells which have the same connection identifier as the corresponding connection identifier in the connection table. 



21. A dynamic rate control system as set forth in Claim 20, wherein the plurality of cells stored in the aforesaid cell 
buffer are formed into chains by the aforesaid pointers. 

22. A dynamic rate control system as set forth in Claim 20. wherein the aforesaid connection information includes a 
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token (Tk) indicating whether or not cell output scheduling is allowed after the arrival of the tail cell of the connection 
in question. 

23. A dynamic rate control system as set forth in any of Claims 19 to 22, which has means for holding the head pointer 
5 and the tall pointer of a free memory region of the aforesaid cell buffer. 

24. A dynamic rate control system as set forth in any of Claims 19 to 23, which has a timer which counts the current 
time, and scheduling means which schedules cell output in accordance with this timer. 

w 25. A dynamic rate control system as set forth in Claim 24, wherein the aforesaid scheduling means comprises a 
scheduling means which, when a plurality of cells arrive at practically the same time and the scheduled output 
times of this plurality of cells overlap, causes cells to be output after their overlapping scheduled cell output times 
are successively shifted. 

is 26. A dynamic rate control system as set forth in Claim 24 or 25, wherein the aforesaid scheduling means comprises, 
in addition to the aforesaid timer, a virtual timer which, for the aforesaid plurality of cells with overlapping scheduled 
cell output times, stops counting until all the cells have been output. 

27. A dynamic rate control system as set forth in any of Claims 24 to 26, comprising: a simultaneous arrival connection 
20 list which includes (i) memory regions in which are accommodated the connection identifier information for the plu- 
rality of connections in which the aforesaid scheduled cell output times overlap, (ii) pointer regions which are pro- 
vided in correspondence with these memory regions, and which show the pointers that have been assigned to 
these memory regions; and means for holding the head pointer and the tail pointer of a free memory region of this 
simultaneous arrival connection list. 

25 

28. A dynamic rate control system as set forth in any of Claims 24 to 26, wherein the aforesaid scheduling means 
includes means which indicates in advance the plurality of scheduled cell output times. 

29. A dynamic rate control system as set forth in any of Claims 19 to 28, wherein the aforesaid memory regions of the 
30 cell buffer have an upper limit for the number of cells stored for each connection. 

30. A dynamic rate control system as set forth in any of Claims 19 to 27. wherein the aforesaid connection information 
includes priority information concerning the cell output order. 

35 31 . A dynamic rate control system as set forth in Claim 1 , wherein the aforesaid control means includes: means which 
measures the cell flow; means which compares this measured cell flow with a threshold; means which, in accord- 
ance with the result of this comparison, sends regulation information to the terminal constituting the source of the 
cells, said regulation information including a cell flow regulation factor; and means which, when regulation is being 
applied to a source terminal, maintains this regulation until the measured cell flow from this source terminal 

40 reaches a preset value below the aforesaid threshold. 

32. A dynamic rate control system as set forth in Claim 31, wherein the aforesaid regulation factor R is set to R=1/X 
where X is the normalised cell flow and the normalised threshold A is 1 ; and where the regulation factor R is set to 
R»1 when X<1/R . 

45 

33. A dynamic rate control system as set forth in Claim 31 or 32. comprising a table which holds the cell output rates 
of a plurality of ceD generators, and a multiplier which multiplies these cell output rates by the aforesaid regulation 
factor; wherein the aforesaid means which sends regulation information to a source terminal sends, as the regula- 
tiomnfOTmationrthe value ofthe regulated cell output rate. 



50 



34. A dynamic rate control system as set forth in Claim 31 or 32, which has a cell buffer that temporarily stores cells, 
and wherein the aforesaid measuring means measures the cell flow from the number of cells stored in this cell 
buffer. 

35. A dynamic rate control system as set forth in Claim 31 , wherein the aforesaid comparison means has means which 
observes the variation in the results of the comparison over a set time. 

36. Adynamic rate control system as set forth in Claim 35, wherein a plurality of the aforesaid regulation factors (R. R\ 
R") is set, and this plurality of regulation factors is applied stepwise in accordance with the observation results of 
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the aforesaid observing means. 



37. A dynamic rate control system as set forth in Claim 36, wherein the aforesaid plurality of regulation factors R, R' 
and R" are respectively: 

R=1/X0(X0> 1) 
R'=R/M (X1 >X0>1) 
R" = R/X2 (R < X2 < 1) 

where X0. XI and X2 are the cell flows at different measurement times, and threshold A is taken as 1. 

38 A dynamic rate control system as set forth in Claim 1 , wherein the aforesaid control means includes means which 
decides whether or not to accept a connection request from a terminal in accordance with the cell loss ratio; and 
this decision means comprises: means which computes the cell loss ratio CLRj of the I th group; and means which 
permits the connection of a group which satisfies this cell loss ratio CLRj. 

39. A dynamic rate control system as set forth in Claim 38, wherein the aforesaid means which computes the cell loss 
ratio CLRj comprises means which classifies the plurality of connection requests into i groups in accordance with 
their peak rate and average rate, and which computes the cell loss ratio CLRj of the i l group as: 

CLR^O^-tr/ajJ-CLR^E 

25 where, for ail this plurality of connection requests, CLR AVE is the average cell loss ratio, a^ is the sum of the aver- 
age rates, c is the VP bandwidth, r 5 is the peak rate of group I, and a s is the average rate of group i. 

40. A switching apparatus which has a dynamic rate control system as set forth in any of Claims 1 to 39. 
30 41 . An ATM network which has a dynamic rate control system as set forth in any of Claims 1 to 39. 



10 



15 



20 



40 



50 



29 



Printed from Mimosa 00/10/12 14:07:35 Page: 29 



* 



EP 0 812 083 A1 



50-1 



60 - 1 




T b-RM Cell 
50-2 



60 - 2 



Route Information Route Information 



Fig.l 



50-1. 




50-2 



.12 



.10 



Cell Rate 
Computation 
and Control 



Route 
Information 
Collector 



Dynamic Rate Control System 



. j 



20 



Fig.2 



30 



Printed from Mimosa 00/10/12 14:07:36 Page: 30 



# 



EP 0 812 083 A1 



30,40 




Fig.3 



New transmission start 
request from Terminal 



-S70 



ICR«- Residual Bandwidth x C 



S72 




-S71 



Request cannot 
be granted 



US73 



fair rate control 



k.S74 



Fig.4 



31 



Printed from Mimosa 00/10/12 14:07:39 Page: 31 



EP 0 812 083 A1 




50-3 



Fig.5 



-*-> 

-a 
c 
ca 



to 



Wa 
Wl 
W2 

W3 = ICR 



Wtotal 



Time 



-4-1 

C 

m 



0- 



Fig.6 


Wa 


/ 1 




/ 


Wl 


/— 




W2 


/ — 


/ 


W3 





to 



tl t2 

Fig.7 



Wtotal 



32 



Printed from Mimosa 00/10/12 14:07:39 Page: 32 



EP 0 812 083 A1 



There is residual 
bandwidth 



~S80 



Residual Bandwidth x C 



T-S81 




Notify "No Congestion" 
(Send RM Cell) 



"K-S83 



Fig.8 




50-4 



Fig.9 



33 



Printed from Mimosa 00/10/12 14:07:42 Page: 33 



EP 0 812 083 A1 



T3 

c 

CO 

PQ 



Wa 



Wl 



W2 



W3 



Fig. 10 



Cell Rate 
PCR 

Threshold Rthl 



Threshold Rth2 
MCR 



Ratel 
Rate2 
Rate3 
Rate4 



Time 



Fig. 11 



Total Bandwidth 
— S 

2 T5 
IS '5 

PQ 

0- 



Wth3 
Wth2 
Wthl 



Fig.12 



34 



Printed from Mimosa 00/10/12 14:07:43 Page: 34 



EP 0 812 083 A1 





hh2 £ Wa < Wth3_ 




1 



S92 



Notify "Congestion" 
to all terminals 



1 



S94 



Notify "Congestion" 
to terminals at which 
cell rate^Rthl 



S96 



Notify "No Congestion" 
to terminals at which 
cell rate^Rth2 



98 



Notify "No Congestion" 
to all terminals 



Fig. 13 



35 



Printed from Mimosa 00/10/12 14:07:46 Page: 35 



# 



EP 0 812 083 A1 



Residual 
Bandwidth 
< Wthi 


Notify 

"Congestion" 


Notify 

"Congestion" 


Notify 

"Congestion" 


Residual Bandwidth 
<Wth2 


Notify 

"Congestion" 








Wth2£ 
Residual Bandwidth 
< Wth3 




Notify 

"No Congestion" 






Wth3£ Residual 
Bandwidth 


Notify 

"No Congestion" 


Notify 

"No Congestion" 


Notify 

"No Congestion" 




Terminals with 
Cell Rate > Rthl 


Terminals with 
Cell Rate > £th2 


Other Terminals 



36 



Printed from Mimosa 00/10/12 14:07:49 Page: 36 



EP 0 812 083 A1 




LO 
i— I 

• 1—1 



1 \1 M \ i 


co r^- 


\r-i \ 


1 \ 


J \| o \ 


o \ 


LO 


LO 



o 

LO 



37 



Printed from Mimosa 00/10/12 14:07:53 Page: 37 



EP 0 812 083 A1 



Qtotal 
Total Buffer Capacity 



c 

u .2 

2-1 ca 
^ to 

0- 



Qth3 
Qth2 
Qthl 



Fig. 16 




^th2 ^ Qu < Qth3 




J3thl £ Qu < Qth2_ 




J. 



SI 02 



5 Y 


Notify 


"Congestion" 




to all 


terminals 


S103 




^S104 



to terminals at which 
cell rate^Rthl 



SI 06 



Notify "No Congestion' 
to terminals at which 
cell rate^Rth2 



J. 



S108 



Notify "No Congestion" 
to all terminals 



Fig.17 



38 



Printed from Mimosa 00/10/12 14:07:55 Page: 38 



EP 0 812 083 A1 



a 

v 



CM 

A 

j— • 

a 

v 

3 

a 

VII 
x: 

a 



CO 
-t-> 

Q> 
V 
3 

a 

Ml 



VII 

CO 



O 



c 
o 

CO 

a> 
bo 
C 

o 
o 

o 



o 
2 



c 

o 

• 

bO 
C 

o 



o 

. CO 

it: So 



o 



c 
o 
o 



'I 

CO 

c 



H 



A 

CD 

a* 



CD 

o 



C 

CO 
CD 

bo 
C 

o o 
2 ? 



c 

_o 

-4— » 

CO 
CD 

bO 
C 

o o 
2 2 



c 
.2 

co 

bO 
C 

O O 



CS3 

A 

CO 

"g a: 



C 

o 

*-*— » 

co 

CD 

bo 

a 

• . — « 

3 o 
Z 2 



o 
2 



c 

•2 

bO 
C 

o 
O 



CO 

G 



CD 



00 
t-H 



39 



Printed from Mimosa 00/10/12 14:07:58 Page: 39 




Printed from Mimosa 00/10/12 14:08:02 Page: 40 



EP 0 812 083 A1 




Sill 



rj <-MCR, 



S113 



— PCR, 



S114 
_J 



ERQ, - ccrj - a , • sign {n • ccr,/rj - w • S ccr,/r, } 



Fig.20 



41 



Printed from Mimosa 00/10/12 14:08:05 Page: 41 




Printed from Mimosa 00/10/12 14:08:07 Page: 42 




Printed from Mimosa 00/10/12 14:08:10 Page: 43 



EP 0 812 083 A1 



IN 

6- 



v 



~CB 



Cell Buffer 



W 



R 



Connection 
Table 



~CT 



Traffic Shaper 



~TS 



Fig.23 



OUT 

16 



Connection Table 



Cell Buffers 



VPI/VCITk Int Ptr <p Ptr 



CT~ 



head 
tail — 



can 



Cell 



(5)x. 



tar 

If 



(3H 



Ptr 



head- 
tail 



CB Free Pointer — T~ 

(4) 



~CB 



Fig.24 



44 



Printed from Mimosa 00/10/12 14:08:14 Page: 44 



EP 0 812 083 A1 



PQ r , 
O O o 

2 ~ 



"c/5 .2 



<D 

0Q 



CP 

o 




CO 

<u 



ca 



CQ 

} 



bb 



3 
CQ 



0) 

O 




45 



Printed from Mimosa 00/10/12 14:08:17 Page: 45 



EP 0 812 083 A1 



H 

O 

c 

o 

in 

o 

o 






head 


"5 






o 

8 IT 

o 
J 





head 







46 



Printed from Mimosa 00/10/12 14:08:20 Page: 



EP 0 812 083 A1 




o 

o 

c « 
o 





TP 








CO 

CD 








x: 













M— i 



CXI 

bb 



Hi 

c 
o 











head 









47 



Printed from Mimosa 00/10/12 14:08:22 Page: 47 



EP 0 812 083 A1 



1 

o 

CO 
Cd 




C 

o 

o 
o 





head 


'3 











£ 5 



CO 



00 
CNI 

•i-H 

















CD 








«+-< 




PQ 








<u 








O 


c 




o 








o 


3 


nn 


Ta 


o 




O 





cd 
cd 



CD 



FT 



48 



Printed from Mimosa 00/10/12 14:08:26 Page: 48 



EP 0 812 083 A1 



63 

CO 



bo 

C 

no 
o 

CO 



o 

2_ 



0) 



— cu 

a) 
O 



-o . 

S' 



JO ~ 

§ O 

s > 

cu N' -r 

g Su ri 

o > 

o 



CL, 



MS 



c 
"o 

Oh 

CQ 
O 



CD 
CM 

bb 

• 1—1 



a 



49 



Printed from Mimosa 00/10/12 14:08:29 Page: 49 



EP 0 812 083 A1 



CQ 



JJ2 
3 

03 



G 
CD 

a 
CO 



a> 

o 



CD 



<d 
O 



X) 

c 
o 

CJ 
CD 

a 
c 
o 
o 



O 
> 

\ 

> 



headl 


X 

*5 
«♦-* 



























































O 
CU 

CD 

PQ 
O 































DA/ldA 


VPI/VO 































o 

CO 

bb 
E 



a 



50 



Printed from Mimosa 00/10/12 14:08:33 Page: 50 




Printed from Mimosa 00/10/12 14:08:35 Page: 51 



EP 0 812 083 A1 



CD 

c 



I 



c 

c 
c 
o 
o 

■a 

CD 

x: 
o 

CO 



a 

'-a 
co £ 



c 

*co 
x: 
o 



co 



CO 

ft ~ 



a> 

00 

c 



"8^ 



2 



IT 



c 

*c3 

XX 



CO 
CD 



O CO 

op a> 

CO 



CO 



-2 

CO 

f— 

bo 
c 

CD 

o 
CO 



CO 4-* 

CO 



s 

C 
C 

o 
o 

13 
> 



CO 

8 

C 

CO 
+-» 

*3 
E 



CM 
CO 

fa 



52 



Printed from Mimosa 00/10/12 14:08:39 Page: 52 



EP 0 812 083 A1 



Scheduling Table 

tfi r 



]~ST 



r~SL 



Newly created chain 



tail — ptr 
head — prt 



llllllliil insert 



Simultaneous Arrival Connection List 



Fig.33 



Scheduling Table 

r~r — f 




-head 
"tail 



Simultaneous Arrival Connection List 



1 1 



Fig.34 



53 



Printed from Mimosa 00/10/12 14:08:42 Page: 53 



EP 0 812 083 A1 



Decide Connection from which 

a cell is to be read 
fetch connection identifier 
from chain in simultaneous 
arrival connection list 



Read Cell of that Connection 
fetch cell from FIFO queue 
in cell buffer for that 
connection 



-S121 



-S122 



Scheduale Reading of next cell of 
that Connection 

take Htim + Int as the next 

reading time. 

add that connection to chain in 
simultaneous arrival connection 
list corresponding to that time in 
scheduling, table 



S123 



Write Cell that arrives in the 
FIFO queue in the cell buffer 



^S124 



Fig.35 



54 



Printed from Mimosa 00/10/12 14:08:45 Page: 54 



m 



EP 0 812 083 A1 



CO 

13 

C 

o 

u 
<u 

C 

a 
o 
o 

> 

< 

CO 

o 
(1) 
c 

£ 

CO 



_ -5 

\ 

> 



3 

CO 

35 



CO 



CO 



U( CD 

£ o 

CQ 

« — » j-, 

"53 £ 



-i-> 
0, 



0) 4_i 

w 

C £ 

2 <-> 

X3 > 



§ 



Iheactl- 


I 

'5 






+ 





















































2u e» 
> o 




CD 
CO 

bb 

• i-H 




55 



Printed from Mimosa 00/10/12 14:08:47 Page: 55 



EP 0 812 083 A1 



CO 

- ■— « 

-J 

§ 

- •— I 
-4— i 

CJ 

<L> 

C 

c 
o 
a 

> 

< > 

S 

c 

CO 

-*-» 

S 



o 7 

>r- 

\ 



3 
ca 
E— 



E- 1 



J— 



00 



CO 





1 



CO 



56 



Printed from Mimosa 00/10/12 14:08:52 Page: 56 



EP 0 812 083 A1 



C/J 

C 

o 

• 1—1 

o 
cd 
G 

c 

I * 

£ > 
< w 



8 

c 

CO 

£ 

c/3 



CO 

JL 



CD 

3 





I 




"5 







Z3 

o 

CO 

CO 



i-. 

CD 

*+-! 

D 
PQ 



CD 

O 



CD 

o 



0u 



2 (X 



o 

CD 
C 

c 
o 
o 



> 

> u 



headl 


I 

'5 






t 


T 


































































O 

cu 




00 
CO 

• i—l 



57 



Printed from Mimosa 00/10/12 14:08:55 Page: 57 



EP 0 812 083 A1 



Cel 



Buffer 
•15 



P 



Cell Flow 
Measuring 



— 1 





Congestion 
Detector 




Congestion 
Controller 




Congestion notification 



Regulation Factor 



RM Cell 

Fig.39 



START 
Congestion 
Control 




Measured Cell Flow 
Cell Flow Threshold for 
Congestion Detection 
Regulation Factor Applied 
to Cell Output Rate 



.S132 



Cancel 
Regulation 
(R = 1) 



-S133 



Use Regulation 
Factor 

R= l/A 



Fig.40 



58 



Printed from Mimosa 00/10/12 14:08:58 Page: 58 




Printed from Mimosa 00/10/12 14:09:00 Page: 59 



EP 0 812 083 A1 



Cell Buffer 



15 



Cell Flow 
Measuring 



— 1 



1 



Congestion 
Detector 



Congestion Notification 



Congestion 
Controller 



Regulation Factor 



Regulated Cell Rate 




Cell Kate 
Table 



T~6 



J 



RM Cell 



Fig.43 



60 



Printed from Mimosa 00/10/12 14:09:04 Page: 60 



EP 0 812 083 A1 



o 

CO 



*1 



o 



b0 

c 



(-4 

CO 

^3 cu 



oo 



S *- 
.2 

CO o 

a; u. 

bo +2 
° r S 



.2 & 

CO o 

cu a? 

C « 
O Q 
O 



CO 

cu 
bo 

O 



C 

.2 n 

bo Cl 
OS 



cu 
O 



o 

CO 
60 

c 



c 

o 
o 

c 
o 

-4— » 

CO 

cu 
bo 

§ 



oo 



o 

CM 



CO 



cu 

03 CU 

04 3 
a 



XJ cu 
cu •*-* 
-»— » 03 

bO 

cu 



-I 

O T — 



c 

.2 ^ 

03 +-» 

OS 



O 

as 



o 
CO 



cu 
X) 

"3 
CO 

JQ 
CO 



bb 



61 



Printed from Mimosa 00/10/12 14:09:07 Page: 61 



EP 0 812 083 A1 



Cell Buffer 



Cell Flow 
Measuring 



~1 



Congestion 
Detector 



— 2 



Uongestion(~3 
Controller 



Congestion Notification 











Dell 


RM < 



Fig.45 

Cell Buffer 



15 



Cell Flow 
Measuring ' 



— 1 



4 



Congestion 
Detector 



Congestion 
Controller 



Congestion Notification 



TIM 



—8 



RM Cell 

Fig.46 



62 



Printed from Mimosa 00/10/12 14:09:10 Page: 62 




63 



Printed from Mimosa 00/10/12 14:09:13 Page: 63 




64 



Printed from Mimosa 00/10/12 14:09:17 Page: 64 



EP 0 812 083 A1 




Use Regulation 
Factor R' 
= R/A, 

(Ai> A 0 >1) 
(i.e. intensify 
regulation ) 



Use Regulation 
Factor R 
= 1/A 0 
(A 0 >1) 
(i.e. start 
regulation ) 



Use Regulatior 
Factor R' 
= R/A 2 
(R< A 2 < 1) 
(i.e. relax 
regulation ) 




S158 



S159 



A 0 . A „A 2 : Number of Cells observed in each set time period RTT 

A o : Max. Cell Rate observed at start of congestion 

A , : Max. Cell Rate observed during congestion (^ 1) 

A 2 :Max. Cell Rate observed during congestion (< 1) 

R ,R ' ,R * : Regulation Factors applied to cell output rate 



Fig.49 



65 



Printed from Mimosa 00/10/12 14:09:20 Page: 65 



EP 0 812 083 A1 



Connection 
Reguest 



Make Provisional Entry in Call Type 
Management Table 

i 



-S161 



Obtain Average Cell Loss Ratio CLR 



■AVE 



^S162 



Obtain Cell Loss Ratio CLR 
for Call Type I 



.S163 



Proceed to next 
Call Type 



CLR < NO f Ke Ject N 

Standard — Connection 
.yalue 2-'-^""^ \RequesJ 

YEST 



"Has\-S165 

Decision 
been made for All 
Call Types?. 



NO 



-S167 



YE< 



Make Full Entry in Call Type 
Management Table 



I 



-S166 



CConnectiorTN 
Accepted/ 



Fig.50 



66 



Printed from Mimosa 00/10/12 14:09:23 Page: 66 



EP 0 812 083 A1 



Call Type 


Number of Connections 


Peak Rate 


Average Rate 


1 


350 


lOMb/S 


0.05Mb/S 


2 


120 


1.5Mb/S 


0.15Mb/S 



































Fig.51 



67 



Printed from Mimosa 00/10/12 14:09:26 Page: 67 



EP 0 812 083 A1 



50-1 

2± 



20 

_L 



QZD 



30 



CD 



40 

_L 



Flow of RM Cells 
60-1 



PRIOR ART 

Fig.52 

Constitution of an RM Cell 



field 


Length 
(.uctetsj 


Content 


Header 


1-5 


ATM Header 


ID 


1 6 


Protocol Identifier 


DIR 


7 


Direction Identifier 


BN 


7 


Backward Comgestion Notification 


CI 


7 


Congestion Indication 


NI 


7 


No- increase Bit for Prohibiting 
Increase in Allowed Cell Rate 


RA 


7 


Request/Acknowledgement 


ER 


8-9 


Explicit Rate 


CCR 


10-11 


Current Allowed Cell Rate 


MCR 


12-13 


Minimum Cell Rate 


QL 


14-17 


Queue Length ! 


SN 


18-21 


Sequential Number ! 


Reserved 


22-51 


Reserved 


Reserved 


52 


Reserved 


CRC - 10 J 


52-53 


Other 



PRIOR ART 

Fig. 53 



68 



Printed from Mimosa 00/10/12 14:09:28 Page: 68 



EP 0 812 083 A1 



Generation 


of RM Cell 






Initialisation 


of RM Cell 






Output of RM Cell 



V-S2 



KS3 



PRIOR ART 

Fig.54 



Receiving of RM Cell h S11 




Increase ACR 



S14 



Decrease ACR 



Change Cell Output Rate 



I-S15 



PRIOR ART 

Fig.55 



Printed from Mimosa 00/10/12 14:09:31 Page: 69 



EP 0 812 083 A1 



Receive 


RM Cell 






ER*- 

Acceptable Cell Rate 



1-S21 



S22 




, <S23 
Is there^-^^-y' 

Congestion ? 



S25 
_L_ 



S24 

t 



Write Congestion 
Indication in CI Field 



Forward RM Cell 



T 



PRIOR ART 

Fig.56 



Receive 


RM Cell 






ER — 

Acceptable Cell Rate 



V-S21 



~S22 



... .S23 
Is there^<-^v- 

Congestion ? 



S24 





S25 


Write Congestion 
Indication in CI Field 


Return 


RM Cell 


l 



PRIOR ART 

Fig.57 



70 



Printed from Mimosa 00/10/12 14:09:34 Page: 70 




Printed from Mimosa 00/10/12 14:09:37 Page: 71 



EP 0 812 083 A1 



^Switch Decides 
that is 
Congestion 







ERQ , *- MACR, x ERD 






Acceptable Cell Rate 
-ERQ, 



K^S31 



L,S32 



PRIOR ART 

Fig.59 



c 



Arrival of 
Management 
Cell 



ccr,«- Current Allowed Cell Rate 
Written in Management Cell 



S41 



ccr, *- ccr, x min (l,R©/rate,) 
MACR, — MACR, + (ccr, - MACR,) x AVF 



PRIOR ART 

Fig.60 



72 



Printed from Mimosa 00/10/12 14:09:41 Page: 72 



i * 



EP 0 812 083 A1 



Arrival of Returned 
Management Cell 



0 




ERc*-ERQj 



Transfer of Management Cell 
towards Source Terminal 



^53 



PRIOR ART 

Fig.61 



Q 



Switch Decides that 
there is No Congestion 



5 



S.61 



I L 

ERX j*- 1 + (1 - rate,/Ro) x Gain 
ERQi^-ERQj x ERXj 
ERQ min (ERQ , ,MACR , x ERU.Ro) 
ERQ,— max (ERQ,.MACR, x ERD) 



PRIOR ART 

Fig.62 



73 



Printed from Mimosa 00/10/12 14:09:44 Page: 73 



EP 0 812 083 A1 



call type 1 

peak rate : lOMb/S 

average/peak : 0.005 



call type 2 

peak rate : 1.5Mb/S 

average/peak : 0.1 



5 b 

number of 
connections of 4 
call type 2 

3 I 



standard value 




1 2 3 4 5 6 7 8 X 1Q2 
number of connections of call type 1 



PRIOR ART 

Fig.63 



74 



m 



EPO 812 083 A1 



INTERNATIONAL SEARCH REPORT 



International application No. 

PCT/JP96/02131 



CLASSIFICATION OF SUBJECT MATTER 
Int. CI 6 H04L12/28, H04L12/56 
According to International Patent CUirifiotioD (IPC) or to both national classification and IPC 



B. FIELDS SEARCHED 



Minimum dccumcnttuoe •arched (dsssificatioo system followed by ciaasificatioo symbols) 
Int. CI* H04L12/28, H04L12/56 



Documentation arched other Chan minima* documentation to the eaient that such 1 

Jitsuyo Shinan Koho 1926 - = 

Kokai Jitsuyo Shinan Koho 19/1 iyy=> 



oduded io the fields searched 



EJectrooie dau base consulted during the iotcrnsDoasI search (name of dau base and, where practicable, search terms used) 

JICST File on Science and Technology (JOIS) V ^ K ^, dhiotnotrPl 

"au:Haruhisa Hasegawa" , «au:Naoaki Nakayama", N au: Kohex ShiomotcTj 



C. DOCUMENTS CONSIDERED TO BE RELEVANT 



Category* 



P,X 
P,Y 

P,X 
PrY 



Citation of document, with indication, where appropriate, of the relevant passages 



IEICE Technical Research Report (Shingaku Giho 
SSE95-186) , (IEICE) 
March 15, 1996 (15. 03. 96), 
Hiroaki Sato, Shinichiro Chaboku, Hideo Kitazume, 
Hideki Kasahara, Naoaki Yamanaka: "WAN Flexible 
to Realization of Multi Protocol No. 1 -ABR 
Realization Using VS/VD— " PP. 73-78 

IEICE Technical Reserach Report (Shingaku Giho 

SSE95-187) , (IEICE) 

March 15, 1996 (15. 03. 96), 

Haruhisa Hasegawa, Naoaki Yamanaka, Konei 

Shiomoto, Shinichiro Chaboku: -WAN Flexible to 

Realization of Multi Protocol No. 2 -Copying 

with Multi Protocaol by ALPEN-", PP. 79-84 

IEICE Communications Society Convention, B-347 
August 15, 1995 (15. 08. 95), 
Haruhisa Hasegawa, Naoaki Yamanaka, Kohei 
Shiomoto, Hideo Kitazume: "ABR Transfer in ATM 
Multi Protocol Emulation Network (ALPEN) P. 14 



Relevant to claim No. 



1-4, 6 



5, 7-11, 
IB, 40, 41 



1-4, 6 



5, 7-11, 
18, 40, 41 



1-11, 40, 41 



|~X] Further 



ntinualionofBoxC Q See patent family annex. 



Special categories of cited 

document denning the general sale of the art which Is 
to ha of parttcalar relevance 

tarikr document but published oo or after the roieruaiioual Gfiog 
-|_- document which may throw doubts oo priority daimfs) or which at 
^ to e*t»bS the p»blk»tioe dale of another ci taboo or other 
' s — au»<as-spccdjcd) 



T* UterdpcuaeeM p»b8shed aOcr d>e ioternatioual gleg e 
dale and not ia coadict with the application but etfed 
the Principle or theory uaderiyittf Ibo invention 



data "X** 



or priority 
ad 

be 



-O" document rcferriut *» so oral disclosure;* 

-p- document published prior m me to«matk»as) fUiag dale but later than 
the priority date claimed 




combiacdwithoeeori 
being obvious to a peases 

nbcrof the 



t patent famBy 



Date of the actual completion of ibe international search 
October 22, 19 96 (22. 10. 96) 



Date of mailing of the international search report 
October 29, 1996 (29. 10, 



96) 



Name and mailing address of the ISA/ 

Japanese Patent Office 
Facsimile No. 



Authorized officer 
Telephone No. 



Form PCT/IS A/210 (second sheet) (July 1992) 



75 



Printed from Mimosa 00/10/12 14:09:50 Page: 75 



EP 0 812 083 A1 



INTERNATIONAL SEARCH REPORT 



International application No. 

PCT/JP96/02131 



C (Continuation). DOCUMENTS CONSIDERED TO BE RELEVANT 



Category" 



Qt»tioa of document, with indication, where appropriate, of the relevant outages 



Relevant to daim No. 



P,Y 



P,Y 



P,Y 
P,X 



P,A 



IEICE Communications Society Convention, B-345 
August 15, 1995 (15. 08. 95), 
Naoaki Yamanaka, Kohei Shiomoto, Haruhisa 
Hasegawa: "Proposal of ATM Multi Protocol 
Emulaiton Network (ALPEN)", P. 12 

IEICE TRANSACTION on Communications Vol. E79-B 
No. 4, 

April 25 # 1995 (25. 04. 95) , 

N. Yamanaka, H. Hasegawa, "ALP EN: A Simple and 
Flexible ATM Network Based on Multi Protocol 
Emulation at Edge Nodes", PP. 611-615 

IEICE Technical Research Report (Shingaku Giho 

SSE95-105) , (IEICE) 

October 20, 1995 (20. 10. 95), 

Haruhisa Hasegawa, Naoaki Yamanaka, Kohei 

Shiomoto, Hironobu Sugiyama: "ER Mode ABR by 

Multi Protocol Emulation Network (ALPEN) " 

PP. 61-66 

IEICE Technical Research Repoxt (Shingaku Giho 

SSE93-40) , (IEICE) 

September 30, 1993 (30. 09. 93), 

Naoaki Yamanaka, Yoichi Sato: "CDV Tolerant UPC 
System by Virtual Shaving", PP. 7-12 

IEICE Technical Research Report (Shingaku Giho 

SSE95-30) , (IEICE) 

July 14, 1995 (14. 07. 95), 

Hideo Kitazume, Haruhisa Hasegawa, Shinichiro 
Chaboku, Kohei Shiomoto, Arata Koike, Hiroshi 
Saito: "Examination on ABR Realization in 
Public Network", PP. 31-36 

NTT R&D Vol. 42, No. 3, 1993 (Nippon Telegraph 

Telephone Corp. ) , 

March 10, 1993 (10. 03. 93), 

Kenichi Sato, Yoichi Sato, Naoaki Yamanaka, 

Kazuhiro Hayashi: "Design Technology for 

Housing A Virtual Path", PP. 343-356 

IEICE Technical Research Report (Shingaku Giho 

SSE95-116) , (IEICE) 

December 7, 1995 (07. 12. 95), 

Kohei Shiomoto , Naoaki Yamanaka, Haruhisa 

Hasegawa: "Admission /Flow control Based on 

Observation of Instantaneous Activity Ratio", 

PP. 32-37 

IEICE Technical Research Report (Shingaku Giho 
SSE94-241) , (IEICE) 
March 15, 1995 (15. 03. 95), 
Hideji Oki, Naoaki Yamanaka: "Effects of 
Characteristics of Multimedia Service on ATM-VC 
Network Configurations" . PP. 31-36 



1-11, 40, 41 



1-11, 18, 
40, 41 



1-11, 18 
12 - 16 

17, 40, 41 
19, 41 



24-26, 40, 
41 



29-31, 40, 
41 



32-37, 40, 
41 



38 - 41 



Form PCT/IS/J210 (continuation of aecood abeet) (July 1992) 



76 



Printed from Mimosa 00/10/12 14:09:54 Page: 76 



* 



EP 0 812 083 A1 



INTERNATIONAL SEARCH REPORT 



International application No. 

PCT/JP96/02131 



C (Continuation). DOCUMENTS CONSIDERED TO BE RELEVANT 



Category* 



Citation of document, with indication, where appropriate, of the relevant passages 



Relevant to claim No. 



IEICE Technical Research Report (Shingaku Giho 

SSE93-160) , (IEICE) 

March 11, 1994 (14. 03, 94), 

Kohei Shiomoto, Shinichiro Chaboku, Jun Itoda: 
"Method for Estimating Cell Loss Ratio Based on 
Observations of Cell Flow Rate in ATM Network" , 
PP. 93-98 

EP, 635958, A2 (Fujitsu Ltd.), 
January 25, 1995 (25. 01. 95) 
& JP, 07-231322, A 

JP, 05-268242, A (Fujitsu Ltd.), 

October 15, 1993 (15. 10. 93) (Family: none) 

JP, 06-046085, A (Toshiba Corp.), 

February 18, 1994 (28. 02. 94) (Family: none) 



38 - 41 



1-11, 40, 
41 



1-11, 40, 
41 

19-23, 27-31, 
40, 41 



PCT/1SA/210 (conbnuanoo 



sheet) (July 1992) 



77 



Printed from Mimosa 00/10/12 14:09:58 Page: 77 



This Page is Inserted by IFW Indexing and Scanning 
Operations and is not part of the Official Record 

BEST AVAILABLE IMAGES 

Defective images within this document are accurate representations of the original 
documents submitted by the applicant. 

Defects in the images include but are not limited to the items checked: 

□ BLACK BORDERS 

□ IMAGE CUT OFF AT TOP, BOTTOM OR SIDES 

□ FADED TEXT OR DRAWING 

□ BLURRED OR ILLEGIBLE TEXT OR DRAWING 

□ SKEWED/SLANTED IMAGES 

□ COLOR OR BLACK AND WHITE PHOTOGRAPHS 

□ GRAY SCALE DOCUMENTS 

□ LINES OR MARKS ON ORIGINAL DOCUMENT 

□ REFERENCE(S) OR EXHffiIT(S) SUBMITTED ARE POOR QUALITY 

□ OTHER: 

IMAGES ARE BEST AVAILABLE COPY. 
As rescanning these documents will not correct the image 
problems checked, please do not report these problems to 
the IFW Image Problem Mailbox. 



